
P640/400 
PartnerRip V8.2 SETTINGS  

 
The following settings include suggestions, you must determine the  

settings that will work for your particular needs. 
 
 
 

1. FILE Menu 
Select Unit : FILE > UNIT Set to “Inch” 

 

 

 



2. VIEW Menu 

Select VIEW > Check “Status Bar”, “Show Grid”, and “Show Template” 

 

 

 

 

 

 

 

 

 

 

 

 

 



Then click on “Template” and set as follows:  

 

 

 

 

 

 

 



3. Layout Tab 

From the bottom right, select the “Layout” tab and set as follows: 

 

 



5. Printer Tab 

From the bottom right, select the “Layout” tab and set as follows: 

 

(select the Stylus Photo R2000 as the “printer” engine though the printer is a P640/400.  

The “Port” should be set to whichever port your EPSON SC-P400 is plugged into). Check paper size 

should ALWAYS be set to OFF. 

FEEDING should ALWAYS be SHEET. 

 

 

 



 

6. Color Tab 

From the bottom right, select the “Color” tab and set as follows: 

 

In the RIP software, you must follow a very specific Ink Channel Position. 

That position order (physically CARTRIDGES on the printer) is: YMCK WWWW 

 

 



7. White Tab (White Ink Control) 

In the bottom right of the interface, find and select the “White” tab and set as follows: 

 

 



Adjusting White ink Choke 

 

 

 

 

 

 

 

 

 



Printing Color or White  

File  Print will get you to the Print Screen. 

 

If you’re printing to a WHITE T-Shirt, SELECT “copies” 1  in the Color Setting: 

 

(while leaving the white setting to “0” copies) 

1440x1440 dpi, Bi-direction 80-100%, large dot ink, cmyk 1440x1440 dpi, uni-direction 30% 



 

If you’re printing to a BLACK T-Shirt, you want to print ( Copies :1) 

1 “copy” in the White Setting first: 

 

(while leaving the color setting to zero copies) 

Then do another print with color copies = 1, white copies = 0, so the color ink can print 

on top of the white ink. 


