Chapter 3
Operation of MainTop RIP

3.1 Procession Flow Chart of MainTop RIP

TIFF,JPEG etc. TIFF/Character/Line or Vector Graph
Created by CorelDraw,
Disadvantage: | Advantage: MainTop etc.
Character with | Simple, Fast
Sawtooth PS File MainTop Typestetting
DTP RIP
\
Disadvantage: | Advantage: High Speed,

RIP Management System

Specially used | Convenient, No need

Add Mesh by MainTop of PS intermediary

\J

Printer Language (RTL,PCL)

|

Printer

3.2 Operation of DTP RIP

B StartDTP RIP

Double click system icon of inside MainTop RIP folder.

B Establish New File

1. Select New fiom File menu, a dialog box of New File will be displayed on screen.

2. Select Free Size from Paper Type menu.
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Type in the required printing size of picture.
Input ¢ into the columns of Top, Bottom, Left and Right margins.
Click OK button.

Open a new file screen.

Since the real values of margins on top, bottom, left and right of paper will be decided by
the large format printers, so the setup values of margins on top, bottom, left and right of
paper will be useless for the large format printer.

Load Picture

Select File, then Import Picture, a dialogue box will be displayed on screen.

Select the required picture file.

By selecting Preview menu, you can check content of the picture; and by selecting Option
button, you can find some information, such as size, about the picture.

Click OK button.

The selected picture will be displayed on screen.

In order to guarantee the correct printing colour, all loaded pictures must be coloured in RGB
mode.

Colour mode of the picture can be checked by selecting Option dialogue box. The message
24 bits colour in this dialogue box means that the picture is made up by RGB colour mode,
and CMYK means that the picture is made up by CMYK mode. If the picture is made up by
CMYK mode, it must be changed fo RBG mode before being put out.

Modify Size and Position of Picture

(1 Fine Positioning of Picture
J. Select %3 | tool from Tool Box to focus the picture.
2. Select & from Speed Bar, open Positioning Plate as shown below.

¥:135. 3321mm  h: 3. T195mm w7 0°

%230, 4956mm w33, T403wm  H0°
FE

The values of x:, y: inside the positioning plate are the coodinate values of the position
on which the left corner of the picture is located; and w:, h: show the width and

height of the picture.

3. Delete values of x:, y:, then input the required new values, for examplex: Omm,

y: Omm, press the Enter button. The picture will be moved onto the top-left corner
of the frame.

Picture Zoom
MainTop provides many picture zooming methods for changing the size of picture in

accordance with the real need.
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Method 1: Zoom Picture Proportionally

Use | to focus the picture.
Move the cursor onto the focus mark on corner of the picture, press the Ctrl key and
left button on mouse simultaneously, track the focus mark to zoom the picture into a

proper size, then release the key and button.

Only the focus mark on corners of the picture can be used to zoom the picture proportionally.
Focus marks on middle are used to zoom the picture either vertically or horizontally. So itis
better to zoom the picture proportionally by tracking the focus mark on corner of the picture,
otherwise the picture will be out of proportion.

Method 2: Use Positioning Plate to Edit Picture

Select E to focus the picture.

Input the values of height and width of the picture into w: , h: input columns inside
Positioning Plate.

Select Object, then Column Attribute, the Picture Column Attribute dialogue box
will be displayed on screen.

Select Proportion Unchanged button, in order to keep the proportion of the picture un-
changeable.

Click OK button.

Method 3: Zoom Picture Freely
Select | %3 | to focus the picture.

Track the small black mark on the focus mark.
If the proportion of the picture should not be changed, please zoom the picture by the
steps 3-5 of method 2.

Print

If printer is installed already, go to printing directly. Otherwise, install the printer first, then
carry on the following operations. About the method of printer installation, please see Chapter
2 Section 3.

Select File, then Print, the Print dialogue box will be displayed on screen.

Print

Nomal | ingostion | Tilg | Separaion]
Printer:  HP Laserjet 5
Port: Raw_192168.1.193
Sheet Vericalletter
~Pege
& a1 € FromPage [0 2 o i E
Among Them: & Even Odd © 0dd € Even
© Selected Page | 1
Copies: [1 2 sede [i0 2= Auto Soala
= Cofere widh [1860m =] Height [282nm 5}
‘ ™ Miror I Megative T Inverse ™ Back To Front ‘
On
Oriertafon Postion; [Top Left E Pl | % |
I CopMarks 1| IFependent PiittaFie | Cancel
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Select Printer Setup button, the following dialogue box will be displayed on screen.

i
Fesalution: |2880H144de\ 'l Orientation:
Size |44 2105237 mm 2| |
Frirt Port: | GRS 8.1.193 |

Screen Type: IDotScreen 'l V' Prirt Color [ Adust . |
Screen Freg: lﬁ SCreenAngIe:lﬁ

Ink: |CMTE. 7 |
Printtdedia: Plain Paper

Blackink: Mormal

Speed: Medum

Intenzity: Darkest «] | _>|Lightest|2 Drefault |

5] e

Resolution------ Can be set to 600dpi, 300dpi, 150dpi or 75dpi according to the printer
type and user requirement.

Orientation------ Set up the printing direction of paper. If the paper output direction of
printer is as same as the file page direction, then select ; if the paper output
direction of printer is different from the file page direction by 90°, then select , to
turn the file page direction around by 90°.

For printing by 600DP/ or higher resolution, it is better to select to use vertical paper
output mode in order to guarantee the printing speed. See details about the picture turning
around operation on Section 4.5.

Page ----- Select printing paper size, the maximum size selected must be within allow-
able range of the printer.

Print Port:----- Select output port for printing.

When the selected port is the port  guch as LPT Port, COM Port, TCP/IP Port) that is con-
trolled by MainTop, the printing job will be delivered info the MainTop RIP Management System
directly. Otherwise, ifitis the Queue---, it indicates that it is the port of Windows and its printing
Jjob will be delivered into Windows Printing Management System. MainTop port is recommen-
ded here, because many improvements have been done in MainTop RIP Management System
based on Windows Printing Management System.

Screen Type: - -- It is used to select the mesh type for printing. In general Frequency
Modulation Mesh is used.

Colour Printing:----- It is used to select the mode of colour printing or black and white
printing.

If colour picture is going to be printed in black and white mode, it is better to change the colour

picture into a black and white one through Photoshop, and then print it out by Colour Printing
Mode of MainTop.
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Colour Blending------ By using this function, C, M, Y and K 4 colours can be set up

respectively in order to obtain the required picture colour.
Unless there is a special need, do not modify the defauit setup when printing.

Paper------ Select the type of paper to be used for printing. Paper made by different
materials should use inks of different density.

Ink:----- Select the type of ink to be used for printing.

Ink Application------ Select the application quantity of the ink used by printing.
Because various types of printer use different types of inks, MainTop RIP adjust the ink with
this special function. It is better to select the default value.

Speed------ Select the printing speed. If Default is selected, the operation modes set
up on the front panel of the printer will be used. If HP High/Middle/Low Speed is se-
lected, the standard printing mode controlled by MainTop will be used without con-
sideringof the modes set up on front panel of printer. If other options are selected,
MainTop printing mode will be used. However under this situation, the displaying on
the front panel of the printer will be different in accordence with the different types of
printer. For example, some printer will show "Printing (Special) ", and indications

of Best/Normal/Highest Speed of other printers will flicker.

If not foo many copies are required, it is better to select the PassBurst technique of very
high speed printing fo obtain perfect printing quality. This technique is applicable only to HP
DesignJet 2000CP/2500CP/3000CP/3500CP. For the old 2000CP/2500CP (Firm Ware Ver-
sion A. 01. XX), its Firm Ware must be updated to A. 02. XX above.

When high printing speed is used, the CPU version used by computer must be higher than
Pentium Il 300 (or the same speed version). If the speed of computer is too low, the PassBurst
feature of MainTop could not be fully used.

For normal quality paper, 5pass of high/medium printing speed can be selected to obtain good
printing result, if 4pass is used, the printing quality could be acceptable. But for papers of
bad ink absorption ability, 8,10, even 12pass should be selected. For papers of different
quality, itis suggested fo test the printing results with different speeds.

For printing small size paper, such as A4, it is better to increase the printing passes, since
it has to wait until the ink is not wet and the speed could not be increased reasonably.

In order to guarantee the stability of ink, the following rules must be observed.

For in-door ink, when 3pass mode is selected, it is better not to select high speed.
For out-door ink, it is better not to select 3/4 and Spass modes, but if it is necessary
to use high speed mode, please select Spass medium high speed mode.

It is better to select medium high speed mode and not to use high speed mode if it is
possible.

Intensity------ Control the ink output quantity of printer.

Because different paper has different default setup, it is better to use the default density value.

Auto RedeemWhen users find that it is not accurate enough to output the target's size ,



they can use this function to put the actual size and expected size. This system will cal-
culate the compensating value automatically to assure the accuracy of export size.
Modify Page Size ----- According to the requirement, define the paper size.
Auto Set Page ----- According to the paper size used by the file, automatically select
the printer paper size.

3. Select the related options, then click OK, return to Print dialogue box.

4. Select the related printing parameters, then click OK, start printing.

B Characters Overlapping, Word Artistic Changing and MainTop Draw-
ing
Since the DTP RIP is contained inside the MainTop Desktop Publishing System, the

characters and pictures made by MainTop are more smooth, comparing with the char-

acters and pictures made by other drawing programs.

3.3 Operation of RIP Management System

B System Configuration

=

Double-click & to enter MainTop RIP Management System, the following picture ap-

pears.

& MainTop RIP Management System

B Job Manager

Print Job Name | status | Progress | Type I

Printed Joh Name Size

Detail Printing
Information Column

MainTop RIF Management System ver 5.2.5

Copyright 1933-2005

MainTop Technology Devolopment Co. Ltd http:/ /wesv.maintop. com.cn
Close time: 2005.10.25 Tuesday 14:57:44

lopment Co. Ltd hitps /www.maintop. com.cn
oy 14:58:28

MainT op RIP Management System ver 5.2.5

Copyright 13332008
MainTop Technoloay Devalapment Co. Ltd hitp://www.mairtop. corn.cn

Close time: 20051025 Tuesday 14:58:33
I

!
[puFfer occupy Spaceispace Avaliable:0B/5a8 COM1: Walt for print job b

Status Bar

Note /f"MainTop Printing Management System" appears on title bar, it means that the system has
not found encrypt lock.

Note Because not all icons have been configured, some are gray and some are not displayed in
menu at all. For example, "Add RIP Job" option is gray.
B Speed Bar

ﬂ "Preview File" in "File" menu.
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"Add Print Job" in "File" menu.

"Add RIP Job" in "File" menu.

"Forbid Add Jobs" in "Manage" menu

"Auto Print" in "Manage" menu. When this button is selected, printer
will strat operation automatically.

"Auto RIP" in "Manage" menu. When this button is selected, RIP
operation will start automatically.

"Config RIP Processor" in "Manage" menu. It is used to set parameters
for RIP processor.

"Config <xxx>" in "Manage" menu. It is used to set parameters for
processor currently used, and "xxx" is the name of current processor.
"Pause RIP/Printing" in "Job" menu.

"Stop RIP/Stop Printing" in "Job" menu. It is used to interrupt current run
ning RIP job or printing job. If RIP Job is selected, "Stop RIP" appears
in "Job" menu; if it is printing job, "Stop Print" appears.

"Restart RIP/Start Printing" in "Job' menu. Itis available, when the selected
job is not in printing status or "Auto Print" option is not selected. If RIP
job is selected, "Restart RIP" appears in menu; if print job is selected,
"Start Print" appears in menu.

"Delete Print Jobs" in "Job" menu. It is available when job is selected at
"RIP Job List" or "Printing Job List". If it is to delete job in the
printed job list, select "Delete Printed Job" from "Job" menu or
click right button for selecting "Delete Job" command.

"Move Up" in "Job" menu. It is available when the selected job
is not at the top of list.

"Move Down" in "Job" menu. It is available when the selected job
is not at the bottom of list.

"Job Merge" in "Job" menu. It is available when the selected job
has finished its RIP and the job is not in printing status.

"Free Merge" in "Job" menu. It is available when the selected job
has finished its RIP and is not in printing status.

"Preview Job" in "Job" menu. It is available when the selected job is before
or after RIP has been finished.

"Job Property" in "Job" menu. It is available when the selected job has

finished RIP procession.

Display port combination box. After clicking this button, port combination
box as shown below appears. If there is only one port currently, this button
will not appear which means port combination box is not available.

porti [0 oo | ‘D This is Port Combination Box. System ports are shown

in middle. When the selected port is the port currently being used, the tri



angle mark at front of the port will become dark blue. Otherwise, this tri
angle mark is white. Below is the port status mark. When the port is ready,
it shows like . Otherwise it becomes red, and shows like & .

B Menu Bar

There are File, Manage, Job, View, Window and Help 6 menus show on menu bar.

Contents in 6 menus are shown below sequentially.

Add RIP Job... ChrHI Forbid Add Jobs Pause RIP[Printing  Ctrl+P
Add Print 1ob,.. Chrl+d Auto RIP Stop Prinking ChH+S
Export Job File. .. Auto Print Start Printing Chrl+R
, ) Auto-jump To Working Port Delete Print Jobs Del
Preview File. ., Ctrl+F
Generate EPS preview. .. Config RIP Processar... Cirl+B Move Lp Chrl+Up
) Config <MTRIFZ2:>... [¥ave Down Chrl+Dn
Exit Chrl+ X
Corifig Port: 4 Job Transferring. ..
Sark By G EhH T
Job Merge. . i+l
Set Free [Menge.., Preview Job... Chrl+y
Friee [Wlerger.. Job Property... Chrl+U
RIF Parameter. ., ZEr| 4
Config Buffer... Cirl+Q
Feeprimt Primted Jobs Chel+m
v iew Job Manager Cascade Window About. .. | Delete Printed Jobs Del

¥ Yiew Info Window Harizonkal Window

i vertical Window
v Yiew Port Combo Box

v Wigw Printed Job List v 1 Job Manager

2 Info Windaw

Save Info Window Content. ..
Clear Info Window Content

Wigw Log.., Chrl+G
Config Log. ..

B Job Mananer

i
— _RIP Job Mame ‘ Status ‘ Progress | Path Processor |
H PAPERZ, PG Rip-Page 1 8 D:dtpS.1511SAMPLE Epson Stylus Pro 9600
. . SEAFLASH, JPG ‘Wait For Rip 42 4KB D:dtps.1a15AMPLE Epson Stylus Pro 9600
RIP Job List B ror.re Wait For Rip 11,738 Di\dtpS. L2l |SAMPLE Epson Stylus Pro 9600
. GOODS.IPG wait For Rip 28.48KE DdtpS.1a1154MPLE Epson Stylus Pra 9600
L ' TITLE.JPG Wiait Far Rip 113.87KE D:dtpS.15115AMPLE Epson Stylus Pro 9600
—_Print Job Name ‘ Status Progress | Type
. DiidtpS. 1a105AMPLEYP. .. Wait 1563KE Common job
L . ' D:idtpS. 1a1WSAMPLEYP. .. Wit 1317KE Commaon job
Prmtmg Job List H D:hdtpS. 1a1WSAMPLEYP. .. Append data 510.12KB Commaon job
— _Printed Job Name ‘ Size
Printed Job List

There are three job lists in job controller. They are RIP Job list, Printing Job list and
Printed Job list. Among them, default for Printing Job list stands for absent. It can be
activated by selecting "Display Printed Job List" option from 'View' menu.

This job management window can be zoomed but can not be closed.

1 RIP Job List and Printing Job List
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RIP Job Mame Status ngress Path Processor

[ EESC S, a1 S AMPLE Epson Stylus Pro 9600

Job Marne | Status Progress Type

l Di\dtps, 1allSAMPLEVR..,  Waik 1563KE Common jobr
. Duidtps. 1allSAMPLER,.,  Wait 1317KE Cammon job
. D:\dtpS, 1allSAMPLEVR...  Wait 1296KE Common job
. D:\dtpS. 1allSAMPLEYS...  Waik F14TKE Common jobr
. Di\dtpS. 1allSAMPLEVH.,.  Waik 72.79KE Common jobr

Above lists are RIP Job list and Printing Job list. RIP Job list shows jobs of all ports,
but Printing Job list only shows the job of current port. Jobs that have been transferred
to other ports or their ports have been changed through RIP processor, will not be sho-
wn in the current list.

® Column Name of RIP Job List
Job shown in RIP Job List is called RIP job.
As shown in figure above, column names of RIP Job List sequentially are RIP Job
Name, Status, Progress, Path and Processor.
RIP Job Name Show RIP Job Name.
Status Show current status of RIP job.
Status of RIP job are Waiting RIP, RIP-pre-processing and RIP-
Page N (N is changing according to the RIP progressing time and
specific job. Hereafter it is the same). Waiting RIP should be star-
ted manuall.
Progress RIP progressing bar displays percentage of the completed RIP or
job size, while it is at waiting status.
Path If a RIP job is added from a file, directory of the RIP job file will be
displayed. Otherwise it will be empty.
Processor  Display the name of RIP processor which is used by RIP job.

® Column Name of Printing Job list
Jobs shown in Printing Job list are called printing job.
As shown in figure above, column names of printing job list sequentially are Job Name,
Status and Progress.

Job Name Display name of RIP job. For example, if it is a PS job produced by
MainTop DTP, NAME.tpf-1C will be displayed. "NAME.tpf" is the
original file name, "1" stands for first page, and "C" represents the
color-separated C(dark blue) plate (If it is a single color or color
file, this option is unavailable).

Status Display the current status of printing job. Printing job status inclu-
des appending data and wait etc.

Progress Display the size of appending or printing data.

) Printed Job List
The printed job will be shown in this list, if option of "Save after printing" is selected



at job attribution setting box. Select one or more jobs from the list and click right button,
"Restart the printed job" and "Delete Job" will be available.

Q Info Window

g =
MainT op RIP Management Syster ver 5.023
Copyright 13932003 =
MainT op Technology Dievalopment Ca. Lid hitp: 2w, maintop.com.cn

Startup time: 200311.11 Tuesday 13.56:08

14:35:53 Start to Rip job #00000014(D:\dtp5. 121 \SAMPLE\FAPERS.PG)...
Job HOODOOO14 start to creats job (D:4dtp51a14SAMPLEVPAPERSLIPG-1), XDPI: 720, YDPI:720, width: 137 556mm, height: 271 B33mm.
Job HODDOOO14 firish creating job (D:4dtp5.15145AMPLEYPAPERELPG-1) size 1563KB Tatal Time:38 3765 ecand
Rip jnb #00000014{D:\dtp5.1a145AMPLENPAPERS.JPG) Total Time:33.5075econd

14:36:33 Finish RIP job #0000001 4{D:\dtp5.1a145AMPLE \PAPERS JPG)

14:37:24 Start to Rip job BOO000017(D:4dtp5.1514SAMPLENPAPERZPG). .
Job #00000017 start to create job (D:\dtpG.1a1\SAMPLEAPAPER3JPG-1], XDPI1 720, YDPI:720, width:197.558mm, height: 271.633mm.
-Job #00000017 finish creating job (D:\dtp5. 12145 AMPLEA\PAPERZ.JPG-1] size 1317KB Total Time:15.2125econd
Fiip job #00000017(D:\dtp5. 14148 AMPLE\PAPER3.FG) Total Time:15.6225econd

14:37:60 Finish RIP job 40000001 7(D-Adtp5. 12145 AMPLE\PAPER3.IPG)

14:37:50 Start to Rip job #O000001A[0:4dtp5 14145 AMPLENPAPERZ JPG]
Job HODDOOOTA, start to create job [D:hdtpS 14145 AMPLENPAPERZ JPG-1), %D P1:720, YD P 720, width: 197 556mm, height:271.633mem.
Job HODDOOO1A, finish creating job [0:hdtpS 14145 AMPLENPAPERZ JP(G-1) size 1296KE Total Time: 22 B025econd
Rip inb #00000014(D:dtp5 15155AMPLEAPAPERZ.IPG] Tatal Time:23 (1M 35econd

14:38:13 Finish RIF job #00000014(D:\dtp5. 1215 AMPLE\PAPERZ.JPG).

14:38:13 Start to Rip job #0000001D(D:\dtp5. 12145 AMPLEASEAFLASH.IPG)..

Job #O000OOTD: stark to create job (D:\dtpG.1a14SAMPLEVSEAFLASH JPG-1), XDPL:720, YDPI: 720, width:197 556mm. height:271.633mm,
-Job #0000001D finish creating job (D:\dtp5.1a14SAMPLEVSEAFLASH JFG-1] size 7147KB Total Time:19.5685 econd
Fiip job #0000001D(D:Adtp5 1145 AMPLEASEAFLASH.JPG] Total Time: 13 3835 eond

14:38:33 Finish RIP job #0000001D[D:Adtp5 14145 AMPLEASEAFLASH.IPG)

14,3099 Chot b Dim ik, HOOANNNA CA08 Ao 4 218 CAKDECLUINT 101

il oz

Info Window displays operation status of system start, system exit, RIP job, merge, free
merge, printing and create EPS preview etc. This screen can be zoomed but can not be
closed.

Hint Content in this screen can be deleted by using "Clear Info Window Content" command under

"View" menu and its contents are recorded in a log automatically.

Hint In addition, Information screen text can be saved or cleared by using right side button menu

on info window.

Save Info Window Content. ..
Clear Info Window Content

B File Menu

add RIP Jab... Zhpl+I
&dd Print Job.,.  Chrl+1

Export Job File...
Preview File, .. Ckel+F
Exik Chel43

1 AddRIP Job
This command adds RIP job in PS, EPS, PDF, TIF and JPG format.
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Look in I@ My Pictuies j - Iff( EE-

File name: | Open I
Files of type: IA\I formats j Cancel
RIP processor: IEpson Stylus Pro 9600 j Madify...

[V Config job Properties together when appending multi jobs.

Muiltiple RIP files can be selected and put into input job queue by pressing Ctrl or Shift key.
There is the pull-down box of "RIP Processor" at bottom of the dialogue box, which
contains all RIP processors added by using "Manage — Config RIP Processor" function.

Default is current RIP processor. RIP processor currently selected can be modified by
clicking "Modify" button at right side.

Add Print Job

Add print file into printing queue as a new job.

Printing files added here are common files which are created by using PCL printing
driver, or saved after RIP processing. Default suffix is prn.

Because default for the printing job to be added now is to export the job to current port, so
RIP processor port for this printing job should be selected first.

21x

(A P, Documents)

My Fictures

File name; | =l e |
% Files of ype [Print Files .em) =l Cancel

2

Under default condition, the added job can not be printed automatically. "Job — Start Printing"
function should be selected to start this operation. If "Manage— Auto Print" function is selec-
ted, printing jobs in job list will be exported to the relevant port sequentially.

Multi RIP files can be selected and put into job list by pressing Ctrl or Shift key.
Export Job File

If this command is used after one job is selected from printing job list, the job will be
exported to a PRN file.



Note

Note

Note

Savain |3 SAMFLE =+ ® ef E-

File name: =l Save |
Save as lype [Pt Fies [* pr) | Cancel

v

If this command is used after a RIP job is selected, this RIP job can be exported to a RIP
file.

If job size is bigger than 2G, this job will be exported to several formatted files each size less
than 2G.

Preview File
Preview next file for checking the correctness of file content.

This function is used to preview RIP file directly, not used to add job info RIP job queue. Func-
tion of file preview is as same as the function of job preview. If a job has only one page,
Next Page command in fool column or File menu is used to close the preview screen.

2% GIRL.JPG[ Total 1 page(s), page 1] - Job preview =10l x|
File Tool  View
Bl adleleokr @

H =l
ki 2|

Generate EPS Preview
While EPS file is being saved, a preview of the file can be created if it is required.

This command is used fo create a preview of TIFF format for EPS file which could not provide
preview by itself. Parameters such as resolution, color mode (256 gray scale, 24 bit RGB
or CMYK) and compressing of preview can be selected.

TIFF Parameter ﬂ
Resolution: - 0K |
Colar: CMYE vl

Cancel |
Compress M ode: | Compress 'I
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This function is available only under the system attached fo MainTop Newspaper System

Exit
Exit MainTop RIP Management System.

This is the only command that can really exit RIP Management System. Other commands,
such as Minimize, Close Window, can only put the MainTop system into the system tray of
the operation system after minimizing it.

Management Menu

Forbid Add Jobs

Auto RIP

Auto Print

Auto-jump To Working Fort

Config RIP Processar... Cirl+B
Config <MTRIFZ=...
Config Port »

Job Menge, .. i+
Set Fres Merge...
Free [Merge...

Config Buffer... Col+g

Forbid Add Jobs
This command will inhibit all jobs, if is being selected. It means not only the jobs added

by suing "File— Add Printing Job", but all the jobs exported to the printing control sys-
tem from application program will be inhibited. At same time, icon £ of MainTop RIP
Management System in the indication bar of Windows system will become icon %,
and commands of "Add Printing Job", "Add RIP Job" and short-cut icon all will be-
come unavailable with their gray-changed color.

Auto RIP
If this function is selected, RIP will start automatically, when RIP job is exported to RIP

Management System. Jobs in "Wait for RIP" status in list will go through RIP in se-
quence of top to bottom.

Auto Print
If this function is selected, jobs in list will be exported to printing port (it means to real

output equipments such as Laser Printer, Large Format Printer and Phototypesetter at

queue sequence continuously.

This function is effective to all printing ports.

Auto-jump to Working Port



Hint

When this function is selected, screen will automatically jump to the job window if the
port displayed in current Ports Combining Box has no job at all.

This command is used to ensure that the port with printing jobs can always be monitored.

1 Config RIP Processor

RIP processor is not used for one series of printer or printing driver but for one certain
printing driver and set of many parameters (such as port, separation, and screen print
etc).

As shown in figure below, RIP processor options can be added, deleted and modified at

"Config RIP Processor" dialogue box.

zl
MName | Printer | Port ‘ Caolar |

Add.. Delete | | Hedi. | Ose |

When "Add" button is clicked, the following dialogue box appears.

5|
Common | Printer | Screen Print| Gray Curve |
Mame: |Epson Sptus Pro 500
Printer Type: [Epson Stylus Pro 9600 =l Install
Fiint Port. [COMT | setPat -

Processor Setting Has Pricrity:—— Al Seftings
(IF PaperSize. 2 Resclition |2 GoreenTuper B2 Fregdnge ) Oher

Color: [Colar ~ I_Ad\ustJ Fiotate: [No Rotate -
Overprint; | Lok PS Az Standard - I~ Miarprint ™ Negative
Save Load Concel
Save Save all parameters inside RIP processor into a file and for reuse.
fsaveas 21
Savein [ 3 My Documents x|« ®ef E-

[#] 1321432543 res
=] gh1200_printer.rcs

] 12315

My Fictures

hui

Iy Music

Security

Herrl File:

coreldrw

Corel User Files

Adobe
Filz name: | | Save |
Saveasype  [uos =l Cancel )

Load Load parameter file prepared before.

® Common
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Add RIP Processor x|

Comman I F’lintarl Scieen F'nnll Gray Eurvel

Mame; IEDSUI’] Sytlus Pro 9600
Printer Type: [Epson Stylus Pro 9600 =l Install.
PrintPait:  [COM1: =l setPot

Processor Setting Has Priorit: ——v  All Settings
’7'7 Paper Size ¥ | Fiesclutiors ¥ Gereen Type: ¥ Freq b Angle. ) Other

Colar: | Color = Ade Fiotate: [No Rotate =l
Overprint: | Lok PS Az Standard h ™ Minarprint ™ Megative

Save... Load Cancel |
Name Set RIP processor name which will be listed in RIP processor list.It

is better to include information such as printer driver, port, single
color or separation etc that are to be used.

Printer Type In this pull-down menu, the installed printer drivers are listed. All
these listed printer drivers are available. Click the right side "In-
stall" button, the dialogue box of Install MainTop Printer appears on
screen. As show in figure below, operations such as adding,rename

and deleting drivers can be carried out at this dialogue box.

Install MainTop Printer il
Current Printer:  Epson Stylus Pra 9500
r~ Installed Printer.
3zon Stulus Pro 9500
Rename.
Delete
Set As Curent
Irigtall
r Install
Printer Tyupe: Printer Marme:
HF Laserjat BL -
HP Desigrilet HP Laseriet 6P
EMCAD Movalet HP Lazeret 4000
Epson HP Lazerjet 5000
Mutah HP Laserjet 44T
b imalei HP Lageret 5
Roland HF Laserjet 5F
Custom Printer HF Laserjet 5L
HF Laseret 4 ﬂ

Select drivers from both 'Printer Type" pull-down menu and printer name list, and then
select "Install" button.
Processor setting has priority
This option is used to decide whether some parameters that is al-
ready inside RIP file are prior to the settings of this RIP processor.
The selectable parameters are pager size, DPI, screen type, screen

frequency, screen angle and other items.

Note Forthe selecteditems, parameters inside the RIP processor will be effective, for other items,
parameters inside RIP job are effective.

Hint If "Screen Type"and "Screen Frequency/Angle" of printer are selected as standards, "Screen



Type" and "Screen Angle" can be modified at "Screening" option.

Color Decide color (single color, color or separated-color)of job exported
by RIP processor. The relationship between the parameters and
printing driver is shown in the table above (It is the same below).

Adjust Adjust the shade of 4 ink colors for color printing of large format
printer.

|
Density: Fa Ink:
Cyan: Mmusil _>| Plus II]_ Cyan: Wﬂz
Magenta:MinusiI _I _DI Flus IU_ Magenta:w::lz
Velowr Mius 4] | |Pusfo [ [Yelow [0 %
Black: Mims«f |  »fPusfo | |Black [0 x
Cancel |

OverPrint  Select method of overlap printing from 4 options. They are PS Stan-
dard, Without Overlap, Black Overlap and Overlap.

Rotate Select rotation angle from 4 options. They are without rotation, 90

degree, 180 degree and 270 degree.
Mirrorprint Select mirror image output function.

Negative Select negative printing function.

Printer
Select a driver from the pull-down menu of "Printer Type", and then select "Printer". At

this moment, relevant parameters concerning the printer appear on screen.

ﬂ
Commen Printer | Screen Pint | Gray Curve |
Resolution: [ v720 dpi =]
Page:  [44 2104297 mm =1} i Fage Sz

Irk: vk emk >
PiirtMedia: HighGloss Photo Paper

Blackink: Minimum

Speed UD B Pass

D fuightest[p 265 | Defack | = puto Redeem - |
Cancel

Density: Darkest 4| |
Save... Load...

Print Port Three types of port added by "Manage— Config Port" function

are shown in this pull-down box. "Config Port" on right side can be

used to add or delete various types of port.

Screen Print
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Add RIP processor x|

Common | Printer Seteen Prnt | Gray Curve |

|  Ampltude Moduation Screen (% Frequency Modulation Screen
Screen type Round =l gereen fieg [127 i =1 = independent
| Colar | Sereen Type | Screen Frequency | SereenAngle |
Save Losd Cancel
Mode Select screening mode of Frequency modulation(FM) or Amplitude

Modulation(AM).

Hint If"FM Mode" is selected, "Screening Mode", "Screen Frequency" and options for individual
color-separated films become unavailable with their changed-gray color.

Screen type Select screen shape. There are shapes of default, circle, line, ellipse,
rectangle, triangle and diamond. Screen shape settings can be
modified when "Take Printer's Screen Type as Standard" in "Nor-
mal" option is selected, but "Color Film Independent Setting" at
right side is not selected,

Screen Freq Select screen frequency. The selectable frequency range will be dif-
ferent according to the differences of DPI. It can not be modified
until "Take Printer's Screen Mesh as standard" is selected.

Independent It is available when "Take Printer's Screen Type as Standard" is se-
lected. If this option is not selected, the above "Screen Type" and "
Screen Frequency" are available, and all colors are selected unani-
mously.

Hint If "Color" is set at separated-color, checking box on front of each color film will be available

for setting its output. If color mode is selected, checking box on front of each color film will
become unavailable.

® Gray Curve

Modify RIP processor [Epson Stylus Pro 9600] x|

Carnmon | Printer | Screen Frint  Grap Curve |

¥ Use gray curve ~ Previ
Cobor[Cyan = T Independent 100
07| 0% 2%\ 2% 72 |4% Ezlﬁ
B |8% 10%:|10%  18%|15%  20%|20%
25%:|25% | 30%|30% | 35%:|35%  40%|40%
45%:|45%  BOZ|G0%  B5%:|55%  GO%:|EO%
BG%:|65%  70%|70% = 75%|75% = B0%|80%

86%|85% | A0%|90% SEZIBEZ 100%:{100% 0% 100%

& fdjust according to measured value

Save. | Load. | Default | Printtmsting |

" Input curve directy

Save Load Cancel
Color If "Separated Color" is selected at "Color" in "Printer" option, gray



® ()

scale transform curve can be selected for 4 colors at "Gray Scale
Curve" option. If "Single Color " is selected at "Color", the selected
grey scale curve will be applied to gray color.

Independent Set gray curve for each of the 4 color films individually.

Adjust according to measured value
If this option is selected, only the covering rate at current percen-
tage position will be changed, when value relevant to the percen-
tage position is modified. For example, when the value at 2% posi-
tion is changed to 98%, and "Direct Input Curve" is not selected,
value 2% will be taken at the position from 2% to 98% during test
printing period.

Input Curve Directly
If this option is selected, only covering rate at 2% position is chan-

ged to 98%, other places does not change at all during the test prin-

ting period.

Save Ifthis option is selected, the modification value can be stored for fu-
ture use.

Load If this option is selected, the gray scale curve parameters saved be-

fore can be loaded in.

Default If this option is selected, default value will be recovered. It means
that ink covering rate at each percentage position will become the
same value as its primary one.

Print testing It is used to print out a proof of gray scale curve just set for checking
its correctness.

Ink covering rate at each percentage position can be modified in

text frame at each percentage position.

Config Current RIP Processor
It is used to directly modify the RIP processor currently used.

Config Port
Config System Printing Port
When this option is selected, available ports of operation system can be included into

or excluded from the application range of MainTop RIP Management System.
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Config System Porkt =

Ingtalled spstem port:

sl |
COM2:
COM3:
COM4: Delete |
LPT1:
LPT2:
LPT3:

Cloge

Under normal condition, there is no need for installing this kind of ports, except the sys-
tem ports that have been deleted before by using "Delete Port" function. Therefore, as
shown below, all available ports except system ports that have been installed already
will be displayed in the adding system printing port dialogue box.

Add System Port |

Syztem Port:

Cancel |

Note /fonejob is exported to a system port which is not in this table, RIP Management System will
automatically absorb it and put this job info the job list of this port.

@® Config TCP/IP Port

Config TCP/IP port x|

Ingtalled port:
Ra 128.01.192
Raw 128.0.1.193

Raw_128.01.196
R 192.168.1.193 Delete |

Config...

Add...

d

Cloze

Click "Add" button, dialogue box shown below appears. IP address, port name and PJL
application can be set, added and deleted at this dialogue box.



Hint

X
IP Address:
| 132 . 168 . 1 193

Part Name:
|F|AW’_1 92.168.1.193

r— Port & Printer Type
' Raw-Laser Printer Supparted PIL
* Raw-Frinter Unsupparted PJL
" LPR--Printer Unsupparted PJL

R Part Murnber: IS‘I 0o Check |
™| Countwfith Byte. ©© Standard € 5121023 & sboye 1024
ot |

IP Address ... One network printer relates to one unique IP address. P address
can be found from test page and can be set at printer panel. For detailed explan-
ation please read relevant document of the printer.
Port Name ... No special requirement for port name.
Port&Printer Type ... Difference between RAW port and LPR port is in their
protocols. RAW port is the primary port. For the server of printing which needs
to communicate with host computer (for example UNIX or VAX computer), it
is better to select LPR port.
RAW Port Number ... The default port number of TCP/IP is 9100.
Check ... Check Equipment.

If first or second option is selected, text frame of "RAW Port Number " will be displayed at

bottom of the dialogue box. If third option is selected, text frame of "LPR Queue Name " will
be displayed.

Config User Port
User port is the port reserved for the printer of special company. When user port is se-
lected, printing job will be exported to the printer of special company directly.

Config user port ﬂ

Installed port:

Add..

Delete
e

Config..

Closs

Add Add user port. Click "Add" button, the following dialogue box ap-

pears. Select one .pds file from the dialogue box.
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Lok in: Ia My Documents j L cF E-
Iy Pictures | Corel User Files
hui ZDadobe
My Music
Security
Hernl File:
coreldri
File name: | Open I
Files of type: IPDS Files [*.pds) j Cancel
Delete Delete user port set before.
Config Some user ports, such as WD Port, can be modified.

@® Config 1394 Port

If 1394 port is successfully installed, a prompting of 1394 port will appear when Main-
Top RIP Management System is opened. Enter custom port name, operation can be star-
ted. 1394 port can be managed through "Manage" "Config 1394 Port" option.

Config 1394 Port x|

Inztalled port:
Delete

Job Merge
Selcet the wanted printing job from job list (by using mouse or Ctrl, Shift key, multiple

jobs can be selected). Job that goes through RIP or is being printed currently can not be
selected for merge.

The sequences for selecting jobs will be shown in the dialogue box as page numbers of
1,2,3 and 4.

If same kind of merge will be carried out for many times, it is better to prepare a master
sheet for future use.

After job merge is finished, the primary job will disappear or transfer to the "Printed Job
list", and create a new job name such as Merge-one or Merge-two, for the merged job.
When "Set Merge Template (L)..." is selected, the following dialogue box appears.



Merge Setting x|

Pay
’75\25: 64 210 % 23 =] & Horaorial " Wartcal 5 ¥
.

Size: [Bisect 581 x B4dmm =] & Horaoral " Wartcal 8 !
Posifior: | Top-Left = | ¥ Auto Caloulate

Accoss 5 Pages <] > Sheet 1 Row 1 Column 1

1
EachFolt [Z Sheets I Back ToFron:  Pint Page [5 m

Fieiois Shert | Mest Sheal

EachSheet[2  Rows  Ug Dn|Before Row 1: B |
Stich Mode: ' Back{™ Saddle Stiching

EachRow [7 Comne o > [Before Cobn 1 [ < -
= love O [Tmm =] T Minar Print

¥ Ciop Marks I~ Independent

¥ Prirt Fold Mark
After Sheet 1 Row 2 Calumn 1

"Punler Space ‘

Left  [smm 4 Top  [5mm |
SiendadFodol | SelFodMak..| SetCiopMaks.| | Save. | Load.. | Cancel

Page  Relevant parameters about makeup page is going to be set here.
Size Type of default page (A series, B series) and self-defined type are
all included.

Vertical, Horizontal Paper direction, vertical or horizontal.

A

A

Horizonal Vertical

Sheet  Relevant parameters about makeup plate are going to be set here.

Size There are 4 options which are 2-fold, 4-fold, 8-fold and custom.

Vertical, horizontalPlate direction, vertical or horizontal.

Position Relative position between file page and printing page positions.
They are left-top, middle-top, right-top, left-middle, central, right-
middle, left-bottom, middle-bottom, and right-bottom.

Auto CaculateWhen this option is selected, system will automatically carry out
makeup operation in accordance with the sizes of page and plate.

Across Total page number per one fold for merge. Different row or line can
be selected by pressing "Forward" and "Backward" button. Differ-
ent page number can be selected by using "Printing N page" option.

Each Fold Plate number per fold for merge contents is selected. Page can be
printed out in reverse direction by selecting 'Reverse Printing" op-
tion.

Each Sheet Line and row number per page for merge is selected.

Note When "Auto Caculate” option is canceled, cross page number, page number per fold, reverse
printing and fold mark can be selected.

Note When "Auto Caculate” option is canceled, interval of line (row) and left and right (top and
bottom) margin can be selected by single clicking the line (row) interval on left preview
figure, and entering figures into left side relevant text box directly,
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Standard FoldoutWhen this option is selected, the following dialogue box appears.

x
Pages InEach Fold: |4 'I

Pages In Each Sheet: |2+ vI
FoldMode: [LeftTop =]

Top-Baottom: Wﬂ

Left-Right: 3 E

Space Between Rows: Ernirn ﬂ
Space Between Columns: Ornm ﬂ

Cancel

Pages in Each FoldSet page numbers for one fold.

Pages in Each SheetSet numbers of line and row for each page in one sheet.

Note Page number per one fold should not be over 256.

Note

Fold Mode There are 4 fold methods.

Left &Bottom Folding Left &Top Folding

Right & Bottom Folding Right &Top Folding

Top-BottomMargins between the top and bottom edges of the page, and the first and
last lines of the sheet.

Left-RightMargins between the left and right edges of the page, and the first and last
rows of the sheet.

Space between RowslInterval between two lines.

Space between Columnsinterval between two rows.

Printer SpaceMargin of printing paper as shown in figure below. Arrow direction in
figure represents the direction of paper. Printer margin will be displayed in preview
figure.

Preview FramePrinting plate is previewed within this frame.

Stitch ModeStictch mode used for binding the printed papers. There are two methods,
back and saddle stitching.

Saddle Stitchinglf this option is selected, page number for "Move on" can be set at "
Move on" text box.

"Move on" option will not be available until "Saddle Stitching" is selected.



Mirror PrintFile will be printed out in mirror image form.

Crop Marks Cutting line, color adjusting line, file name, current page position in file

and the date and time of last modification will be printed on edge of the plate.

Note When crop marks is to be printed, the paper size for file layout must be smaller than the paper

size used by printer.

printed out.

Otherwise, crop marks and relevant information about file could not be

Set Crop MarksWhen this option is selected, the following box appears.

Mark Size

Set Crop Marks |

~Mark Size:

Mark Type: -
Height: [lzom

Position:

i~ Spacs betwssn lines:— | ¥ Camer I | Hiddle
Horizontal | 3mm ﬂ I Betwesn pages IT | Pags Center 4+ 4 =
Vetlcal: [um 2| Clear il
~Space of relative sheet:
Top [ Botom [lnm
et [oom 4 Righe oo 5 i

Additional information
’VF dobname B Time [ Calboration [~ Remark: [ ‘

Defaul Cancel

Set size, including width and length, of cutting mark.

Space between lines Set interval between cutting lines, including vertical and

horizontal directions.

Mark Type Set type of cutting mark which includes 14 cutting marks such as in-

Position

terior angle mark, exterior angle mark, interior angle line and ex-
terior angel line etc.
Set position of cutting mark in sheet, including the position of page

corner, page internal, page interval, page core 4 types.

Note Every crop mark has its own default position. All crop marks can be deleted by selecting "
Delete All" command.

Space of relative sheet

Margin of crop marks relative to the printer paper. There are 4 mar-

gins, top, bottom, left and right which can be set manually.

Additional Information

Job Name

Time

Calibration

Remark

It includes 4 options, job name, time, gradient scale and remarks.
Display job directory and name at left top corner of each makeup
page.

Display date and time of makeup at right top corner of each makeup
page.

Display calibration at right top corner of each imposition page.
Display remark at right top corner of each impostion page. Remark
can be defined at right side text frame freely. Maximum length of a

remark is 23 halfbyte characters.
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Note

Note

Note

Note

Normally default value is selected when setting crop marks.

IndependentWhen this option is selected, crop mark will be printed on every sheet.
Print Fold MarkSystem will automatically set fold mark position when carrying out
auto makeup; relevant parameters of fold mark can be selected at "Fold Mark Setting"
box when carrying out manual makeup.

"Independent”, " Print Fold Mark" and "Set Crop Marks" are available only when "Crop Marks"
option is selected.

Set Fold MarkWhen this option is selected, the following dialogue box appears.

Fold Mark Setting x|

Pasition == [t 1mm =

afterSheet [l Fow [2 o [T

Height

E—

Space Between Margi: [20mm | Text Befors —
Space Between Marks: |—5mm :| Tent After:

Cancel

Position of fold mark will be decided by plate, line and row on which fold mark will be put.
Every number must be less than the number of real plate, line and row.

When setting the interval of fold mark, length and interval of the fold mark should be estimated
according to the length of the book first.

Save When this option is selected, the following dialogue box appears.

Save merge template 2lx|

| sEcE-

Savein: [ 3 My Documents

My Music
Security

Himl Fle
coreldrw

Corel User Files
Adobe:

Save

Cancel

File name: ] =l
=

Save as type:

[Layout Template Fies (*pk)

The saved parameters of impostion can be repeatedly used.

Load  When this option is selected, the following dialogue box appears.

[Open merge template 2lx

Lookin: [ My Doacuments s e®eE-

iy Music
Security

Html File
coreldrw

Corel Uiser Filss
Adobe

Open

Fies of o [Layout Template Files (ph) = Cancel

File name: | |

] Set Free Merge
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When there is a need to print several files of different sizes into one page, free merge
can be selected to implement this requirement. This command is used to set parameters
for free merge.

When this option is selected, the following dialogue box appears.

x
~% Autn menge:
Sheet size:——————— ~Margin:
ICustom j Top: |1D.UDD
widh: [E Down[10.000

mm
mm
Height: |4DD-DDD mm | | Left |1n.nnn mm
Space between B I

e |2.DDD mm Right: {10,000 mm

" Use template:
| Browse...l
V¥ CropMarks  Set template... ok | Cancel |

Auto Merge

If this option is selected, merge master plate will be unavailable, and merge will be car-

ried out according to the width, length and margin of page set here, when free merge is

carried out. In addition, these parameters can also be modified when free merge is car-

ried out.

Sheet size  This option is used to set size for sheet. Parameters such as size

type (A2, A3, 2-fold, 4-fold self-defined), width, length, margin be-
tween small pages inside big plate are all selectable.

Margin Set up, down, left and right margins for sheet.

Use template

Template prepared can be used directly. Template can be set at following "Set template"
dialogue box, and can be prepared and saved when free merge is carried out.
Directory and file name of master plate can be entered into the following single line text
box. Click right side "Browse" button, file (with .fmt suffix) of merge master plate can
be loaded in directly.

Crop Marks

Set to print cutting line.

Set Template
This command is used to edit the template used by free merge.
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Set free merge template[untitled.fmt * ] - |E||1|
File | Edit Wiew
Sheet Properties... Ctrl+E |
Horizantal Align Chrl+H Page Properties l #
Werkical align Chr| i i
— Orientation:
Insert Page... Chrl+I & Up " Down
Delete Page... Del  Left " Right
Lock Chrl+L
I — Top-left Cormer Position:
v Turn Up Chrl+-Up . .
- e — Honzontal.|224.891 mm
Turn Left Chrl+Left Wertical: |33.333 T
Turn Right Chrl+Right
wfidth: |1 20,000 mm
Height: |21 8519 mm
Job size | Apply |
Ready A1224.691mm %:33,333mm W:120,000mm H:218.519mm v
File
Open Open master plate prepared before and edit it.
Save Save master plate currently prepared into file with suffix of fmt.
Save as Save master plate prepared into another file with suffix of fmt.
Edit

Sheet PropertiesAs shown below, set sheet attributions, such as width, length,
and margin of top, bottom, left and right.

Sheet Properties x|

 Size:

width: i mm  Height: |4DD.UDU mrm
— Margin:

Top: [10.000 mm - Bottor:|10.000 i
Left: [10.000 mm - Right: [10.000 i

ok Cancel

Horizontal Align When several small pages are selected inside the editing area,
horizontal aligning can be applied. It means their vertical coordina-
tes of left top corner in each small page attribution list are all the
same.

Vertical AlignWhen several small pages are selected inside the editing area, ver-
tical aligning can be applied. It means their vertical horizontal co-
ordinates of left up corner in each small page attribution list are all
the same.

Insert Page Insert new small page into editing area. Its vertical and horizontal

coordinates of left top corner, width and length can be set here.



zl
— Top-left Corner Pozition:

Horizontal:lm+ oA Ok |
Werlical: W — Cancel |
— Gt ————————————
widh:  [120000 | mm
Height: IW oA

Delete Page Delete one or more pages selected now.

Lock Lock the selected page. When page is locked, its position, width and
direction can not be changed. All these items inside "Page Attribu-
tion" of "View" menu becomes gray and can not be selected.

Turn Up Set the selected page direction upward. If the direction for current
page is upward, “ v ”mark will appear at front of this item (the fol-
lowing three items are same as this one).

View
Page PropertiesSet direction, position and width for the page inside the editing

arca.

=
— Qrientation;

« Up " Down
 Left " Right

— Top-eft Comer Pozition:

Hnrizontal:|224.591
Yertical: |33.333

afidth: I'I 20.000
Height: |21 8519

Job size | Apply I

N
mrm
mm
mm

1 Free Merge
When merge mode is selected, merge can be carried out now. Select jobs that will join

the merge and click this command, the following screen will appear. The operation of
this dialogue box will be as same as the operation of "Set Free Merge Template" in "Set

Free Merge" menu.



46

Hint

Hint

Note

ST
File Edit Wiew Eeaqin Merge

Save Template Cerl+5

Exit. Al+F4

|
—Orientation: ——————————
g ! Dawn
& [eft ! Right

— Topleft Comer Position:

Horizonta\:|1 27416 i1}
etz I'IS 509 m
i
i

it |1 40,758
Height: |111.489

Job size | Lapply |

I
|Save template file. ‘ A

If "Auto Merge" is selected in free merge setting dialogue box, jobs selected will go through
merge operation in accordance with the parameters set for auto merge by system.

If "Use Template" is selected, jobs selected will be arranged according fo the template. One
job is the one page inside the merge template. Ifjob number is different with the page number
inside template, system will give out a message asking whether continues merge operation.
If job size is different with the size of page inside template, select "Job Size" in "Page Pro-
perties”, then click "Apply", page size will become as same as the job size automatically.

Config Buffer
This option is used to set buffering area for printing.

Config buffer =

Buffer Path

ID:\dtpS.‘Ia‘I SAOM zpoaly Browse...l

Available disk space of buffer. 2279ME

Cancel |

Position Select location and directory in hard disc driver for buffering area.

"Position" can be selected, only when there is no any job inside system. If there is job inside
system, buffer position can not be modified.

Job Menu



Note

Hint

Note

Pause RIPJPrinting  Ckrl+P
Shop Primting Zhrl+-5
Start Prinking Ckrl+R.
Deleke Print Jobs Del

Move LUp Chrl+Up
Move Down Ckel+0n
Job Transferring...

Sork By TR ZEET)
Preview Job. .. Chrl+Y
Job Property, .. kel
RIF Farameter. .. ]+

Reprint Printed Jobs, CErl+M
Delete Frinted Jobs el

Pause RIP/Printing
Pause all current printing or RIP jobs temporally.

Stop Printing
Stop one or more current printing or RIP jobs.

Differences between stop and Pause are: 1. Pause function can be released later. It means
the stopped printing job can be continuously carried out from its stopped position. But for
Stop command, the once stopped printing job can only be restarted from its very start point.
2. While Pause command will stop all current printing or RIP jobs, Stop command only stop
the selected current printing job. Therefore, there is no need to select job when pause com-
mand is used, but before using the Stop command, certain job must be selected.

Start Printing/Restart RIP
Start normal jobs selected from printing job list and are in "Wait" or "Appending Data"
status. If the selected job is RIP job in "Waiting RIP-Manual Start" status, this command

will become "Restart RIP" command.

Delete Print Jobs/Delete RIP Job

Delete one job from printing list.

Ifthe job selected is a RIP job, this command becomes "Delete RIP Job" command. If "Printing
Job" is selected, this command becomes "Delete Printing Job' command.

Move Up
Shift one or more jobs one step upward.

Move Down
Shift one or more jobs one step downward.

Job which is being printed currently can not be shifted upward or downward.
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Note

Job Transferring
Transfer one or more jobs in printing job list to other port.

Sort By CMYK
When color films are printed, 4 color films can be arranged in printing job list sequen-

tially according to C, M, Y and K order. In order to make merge more convenient, color
films (C, M, Y and K) of the selected job can be put together.

Preview Job
Two kinds of job can be previewed. One is RIP job, the other is printing job. For RIP

job preview, there are no negative film and color films. Its other functions are as same
as the functions of printing job preview. Here taking printing job preview as an exam-
ple, introduce this function.

Before starting to print one job, it is better to preview the job first for checking content
and attribution of the job. Job display can be zoomed, and display of primary pixel,
whole page and page width can be implemented by using zooming tools or hand-sha-

ped cursor.

If one preview window has already opened currently, other jobs in list can not be previewed
at same time, It means only one preview window can be opened at one time.

# D:\dtp5.1a1'5AMPLEGIRL.JPG[Total 1 page(s), page 1] - Job preview -10x|

File Tool View

Blrladale e e ElECEEA
=l

e

O Job Property
@® RIP Job Attribution

When one RIP file is opened, the following "Job Attribution" dialogue box appears.



RIP Job Property{C:\Documents and Settings' Abby1 1% D: 5]

r— Oiginal Page: Print Page:
“Width: 200,37 78mm Width: 201.004mm
Height: 288.2134mm Height: 288, 007 8mm
»DPI: 72 =DPl: 2860
VORI 72 TOPI: 1440

Scaling j/ Full ™ Auto Get Paper
‘Wilth: [2003778mm <] Height: [285 2154mm =] Sheet Pasition:[Center -

~ Page:

o Al
£ From Page l1— To Page l_
" Select Page:l
‘l‘ Evpet TaFile Export Job Propettios RGB Gamma: [18 | Defaul

Cancel

Original PageDisplay length, width, resolutions of horizontal and vertical direc-
tions of primary RIP job.

Print Page Display length, width, resolutions of horizontal and vertical direc-
tions of the output job.

Note /fthe size of the output page is bigger than the available width size of the output equipment,
a prompting will appear at right side of "Print Page" box. The exceeded parts will be cut off.

Scaling Set zooming scale relative to primary page size for output page

Full Primary page will be filled into printing paper covering whole area.

Auto set paperWhen this option is selected, output page size will be automati-
cally adjusted according to the primary page size, and paper size
can be found in above "Output Page" box. Otherwise, it will be the
size of printing paper.

Pages Set the range of output pages.

Export to FileWhen this option and "Start RIP' are selected, job that finished RIP
operation, can be exported to a .prn file. By this way, "One RIP Op-
eration, Print many times" goal can be achieved.

Select "OK", the following dialogue box appears.

e <HOT.JPG 20x|
|3 samPLE s+ @k E-
File name: =l Save
Saveastype: it iles [~om) = Corcel ||

Export Job Properties
"Release Hard Disc Buffering Space Simultaneously" function can
be selected for the printing job at this dialogue box. If this option is
selected, the following options of "Save Printing Job when Fin-

ished" and "Remained Printing Page Number" option become un-
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available. Otherwise, printing job can be saved after the job printing

operation is finished.

Export job Property x|

™ PReleass disk buffer space of printed jobs at any time

¥ Save after printing

Surplus Copies: 1
Cancel

@® Print Job Attribution
Select one printing job(Job finished RIP, or RIP job) from printing job queue, then "Job
Attribution" command, the following dialogue box appears.

Job Property il

™ Release disk buffer space of printed jobs at any time

¥ Save after printing

Surplus copies: |1

RIP job name: D:hdip51a1\SAMPLENVGOODS PG
RIP pracessor: Epson Stylus Pro 9600

Size: 195.086 « 140.758 mm
Resolution: 2880« 1440 dpi
Caolor: Elack

Secreen Type: Round
Secreen Freq: 175 Ipi
Screen Angle: 457

Cancel

Prior options are same as the options in "Output Job Attribution" box for RIP job at-
tribution.
RIP job name, used RIP processor, size, resolution, color, screen type, screen frequency,

and screen angle are all displayed at bottom part.

Note For job that has set the buffer space at 0 (refease the occupied hard disc buffering space
simultaneously), once printing is initiated, attribution of the job can no longer be modified.

1 RIP Parameters
Modify the RIP parameters of current RIP job. Select one RIP job from job list, this op-

tion becomes available, and the following dialogue box appears.

Modify RIP processor [Epson Stylus Pro 9600] x|
Comman | Pnnterl Screen F‘rinll Gray Curvel
Mame: |Epsen Sty Pro 9600
Printer type: [ pon 7500/9600 for CTF = | sl

Frocessor setting has priority: ——v Al settings
’VF Paper size ¥ Resclution M| Screentype W Fregand Angle ¥ Other

Color: | Separation hd Rotate: |Mo Rotate =
Overprint: |Lodk PS a5 standard 'I ™ Minorprint ™ Megative

Save Lo Cancel




Note

Note

Processor name can be changed., but printer type can not be changed, and printer can not
be set and installed. All other options are as same as the options of "Config RIP Processor”
in "Manage" menu.

Reprint Printed Job
Restart the printed job.

For changing it info available status. select "Job Attribution” in "Job" menu, then "Save after
Printing” in re-selection box, or set the job attribution at the right key menu directly, by selecting
"Save after Printing".

Delete Printed Job
Delete the printed job from "Printed Job List"

View Menu

v Yiew Job Manager
v Yiew Info Window

v Yiew Pork Combo Box
v Yiew Printed Job Lisk

Save Info window Conkent. ..
Clear Info Window Conkent

‘Wiew Log. .. Chrl+G
Config Log.,..

View Job Manager
If this option is selected, “ v ” mark will appears at front of the option, indicating that

job controller, RIP Job List and Printing Job List inside will be displayed. Otherwise it
will be diminished at left bottom of this management system.

View Info Window
If this option is selected, “v ” mark will appear at front of the option, information
window will appear. Otherwise, it will be diminished at left bottom of this management

system.

View Port Combo Box

If this option is selected, “ v ” mark will appears at front of the option, indicating that
port combo box will be displayed in system window. By re-clicking this option, this
function will be disabled.

View Printed Job List
If this option is selected, “v ” mark will appear at front of the option, the finished
printing job will be displayed in job controller.

51



52

Note

Contents appear in finished printing job list, only when "Save after Printing" option is selected.

O Save Info Window Content

Q

Q

When this option is selected, content in information window will be save to a text file.

Delete Info Window Contenet

When this option is selected, content in current information window will be deleted
completely.

View Log

When this option is selected, content of window information in today or in several days
before can be called out, and saved into a text file.

Dater 11/18/2003

[MainTop RIF Management System ver 5.0.23 =] Previous day
Copyright 1933-2003
MairiTop Technclogy Development Co. Lid htp:/ e maintap. com.cn

Startup time: 2002 11.18 Tuesday 15:16:21 Next day
n

15:44:00 [\ huwaveAHADacuments and Settings\AdrministratoriMy Dacuments'test_page.ps] 5 T
EPS file size 935 77K8 —yl

Create EPS preview ernor.

15:43 18 [\\huwaveAADocuments and SettingshdrministiatorMy Documentstest_page.eps] Fi  Save as texl..
16:00:53 Start o Rip job #0000005E(D:\dhp5 1514 SAMPLEGIRL JPG).

Job HOODOOOSE start to create job [D:Adtp5. 12145 8MPLEAGIRLJPG-1C), <DPI:2880, YDPI:14:

Job HOODDOOSE start to creste job (D:5cltp5 15145 AMPLENGIRLJPG-1M). XDPI: 2880, YDPL14

Job HODODODSE start to creste job (D:\lpS5. 151\ SAMPLENGIRL.IPG 1), XDPI: 2680, YL 14¢

Job HODODODEE start to create job [D:\ip5. 12145 AMPLENGIRL.JFG 1K), XDPI. 2680, YDFL14:

Job ROODOOOSE finish creating job [D-4dtph 12145 AMPLEAGIRLJPG-1C) size 29 27MB Total Ti

Job #OODDDOSE finish creating job (D:5ltp5 15145 AMPLENGIRLJPG-1M) size 29 28MB Total T

Job HODODODEE fnish creating job [D:°lp5. 121\ G AMPLENGIRL.PG 1) size 26.23MB Talal Ti

Job BOODOOOSE finish creating job [D:4dtp5 12145 8MPLEAGIRLJPG-1K] size 26 32MB Total Ti Close

b

Fiip job #0000005E (D 4dtp5.1a145AMPLENGIRL JPG) Total Time: 136 3665 scond
I16:03:10 Finish RIP job #0000003E (D:4dtp5.12145AMPLENVGIRL.JPG).

q | _'I;I

Config Log

When this option is selected, log content and keeping days (Maximum 30 days) can be
set or deleted completely.

nfig Log

Days of Saving Log: |ﬂ il Clear all Logs

— Content; UK

¥ Record of Joh Processing Cancel

P

I Record of Eguipment Failur

B Window Menu

Cascade ‘Window
Horizonkal Window
Wertical Window

v 1 Job Manager
2 Info ‘Window
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Cascade Window
Overlap the displayed job management window and information window. The focused

window will be at top layer, otherwise it will be placed at lower layer.

Horizontal Window
Spread job management windows and information windows in form of one up and one

down among system window.

Vertical Window
Spread job management windows and information windows in form of one left and one

right among system window.

Job Manager
When this option is selected, “v” mark will appear at front of the option, job man-

agement window becomes the focused window. If two windows is overlapped curren-

tly, job management window is always on top layer.

Info Window
When this option is selected, “v ” mark will appear at front of the option, information

window will become the focused window. If two windows is overlapped currently, in-

formation window is always on top layer.

RIP Process

This section will introduce RIP process by taking Epson 7600/9600 for CTP large for-

mat printer as an example.

Double click icon of "MainTop Printing Management System”, and contirm that
"MainTop RIP Management System" appears on title bar.

Select "Contig RIP Processor" option from "Manage" menu, the following display ap-

pears on screen,

Add RIP Processor x|

Camman | Printer | Screen antl Gray Eurvel

M ame: |Epson Sytlugz Pro 9600
Printer Type: IEpson Stylus Pro 9600 j Install... |
Frirt Pt [COM: | setPar ~ |

— Processor Setting Has Priorit: ——v Al Settings
¥ Paper Gize ¥ Resolution ™ Soreen Type ¥ Fregidngle W) Other

Calar: ICOlUr 'l ™ Adiust J Rotate: INO Fotate j
Owerprint: ILook PS As Standard ﬂ ™ Minorprint [~ Megative
Save... | Load... | Cancel
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Input "Epson 7600/9600 for CTP" into "Name", then click "Install" button on the right

side of "Printer Type", the following display appears on screen.

51
Current Printer: - Epson Stylus Pra 9600
i~ Installed Printer.
Epson Stylus Pro 9500
Rename.
Delete
Set As Curent
Irigtall
r Install
Printer Type: Pritter M ame:
HF Laserjat BL -
HP Desigrilet HP Laseriet 6P
EMCAD Movalet HP Lazeret 4000
Epson HP Lazerjet 5000
Mutah HP Laserjet 44T
b imalei HP Lageret 5
Roland HF Laserjet 5F
Custom Printer HF Laserjet 5L
HF Laseret 4 ﬂ

Select "Epson" from "Printer Type" list, then select "Epson 7600/9600 for CTP" fiom
the right side of the printer list, at last click "Install" button on up side. The selected

printer driver will appears on "Installed Printer” list.

Turn back to "Add RIP Processor" dialogue box, set printer port at "LPT1: ", paper
size at "Custom: 500x500", select "Frequency Modulation" from "Screening Mode"

option, and close "Contig RIP Processor” after contents are confirmed.

Add 4 PS files of B5 size, set the processor at "Epson 7600/9600 for CTP" which was

Jjust set, select "Auto RIP" from "Manage" menu to start RIP operation.

When RIP operation is finished, select the created printing jobs respectively, then

select "Job Preview" from "Job" menu and confirm its content.

Select "Free Merge Setting" from "Manage" menu, and set sheet width, heigh and
margin at 500mm, 500mm and 2.00mm according to the calculated result.

Free Merge Setting ﬂ
% Auto merge:
Sheet size: b argir:
ICustom j Top: |1 0000 mm

Width: |4 Down:|1D.DDD mm
Height: [400.000 mm | | Lefe [10.000  mm
Space between| B I

BEEES |2.DDD mm Right: {10,000 mm

—" Use template:
| Browse... |

IV CropMarks  Settemplate... | QK | Cancel |

Select 4 printing jobs, then select "Free Merge" from "Manage" menu. To avoid that
page is being cutoff because the sheet size is not big enough, select each small page,
draw it big enough and then click "Job Size" and "Application" button in "Page Attribu-
tion" box , forrecovering its original job size. After the page position has been adjusted
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well, click "Begin Merge" button on the right top corner of the screen.

[E Free Merge -18] x|
Filz Edi Wiew Eeain Meras

E|
- Origntation —————

 Up " Down
o+ Left " Right

 Top-left Corner Position;

Horizontal (127 416 ]
Verticak 13903 ]
m
il

Width: 140,758 i
Height:  [111.489 L

Job size | Apply |
I

|Ready |X:12?.416mm 119.90%9mm W': 140, 7S8mm H:111.489mm v

10. When free merge has been completed, Merge-1 will be created in printing job list.

Select this job, then select "Job Preview" from "Job" menu, confirm the content of

free merge page.

11. Afier confirming that everything is correct, select "Start Print" from "Job" menu, the

Jjob will be exported to the large format printer.

Photocomposition RIP Process

MainTop RIP Management System can also be used for photocomposition. RIP oper-
ation and process are all the same as conventional RIP's, except that different RIP pro-

cessor is adopted.
This part will explain how to add RIP processor and set parameters during photocom-
position RIP processing, by taking WD1200 photocomposition driver as an example.

In general, if WanDe photocomposition version is used, RIP processor of WanDe driver
will be added automatically, when RIP Management System is installed. Therefore,
parameters can be entered directly if RIP Management System has been installed.

Otherwise, carry out operations according to the following steps.

Select "Contig RIP Processor" from "Manage" menu, then select "Add" button from
the displayed dialogue box for entering "Add RIP Processor" dialogue box.

Click "Install” button in "Common" menu, for entering "Install MainTop Printer".

Select "Custom Printer" in "Printer Type", then click "Install New Printer".
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oeen 20 ]
Loak i [ 3 O3 x| = &k Er
] GH_MRLO.pds
] hiplisk.pds
] WOPORT pds
] test pds
] hpdns3k.pds
File name: [wapas =l Open |
Files of typs: [POS [ pds) = Cancel
I~ Open as read-only
Z

Find out pds file of WD 1200 driver from the above dialogue box, then click "Open”

button. WD 1200 can be found from "Installed Printer" list in "Install MainTop Printer
" dialogue box at this moment.

Close "Install MainTop Printer”, turn back to "Add RIP Processor" dialogue box.
Select "WE 1200" from "Printer Type" pull-down menu.

Add RIP processor

Comman | Prinler' Screen Printl Gray Culvel

Name: |MTRIF1

Frinter type: | Epson Stylus Pra 9500 j Install.. |

Epson Stylus Pro 3600
E pzon 7EO0/9600 for CTP
~ Processor sef

¥ | Paper size ¥ | Fiesolution ¥ Freqand &ngle W Gther

¥ | Soreen type

Colar: IEoIDr M Ad‘USt;I
=l

Fotate: I No Rotate

=l

Overprint: ILook PS as standard I~ hdirrorprint r Megative

Save... | Load. .. | Cancell

6. Input "WD 1200" into "Printer Name", and normally select "Separation" in "Color".

Add RIP processor

Camman | F'limterl Screen F'rint| Gray Curvel

x

Mame: w1200

Printer type: IW'D 1200

j Install |

r— Processor setting has priority:

=
(L= AT

¥ Paper size ¥ Resolution ¥ Soreentype. ¥ Freg andéngle B Other

Rotate: I Mo Rotate

Owerprint: |Look PS as standard 'I I Mirarprint ™ Negative

Save Load |

Cancel

7. Turn back to "Printer" option, set "Resolution” at "2540dpi”",
phototypesetter is connected to this port.

and select "LPT1" if



Add RIP Processor x|

Common ~ Printer I Screen F‘nntl Gray Curvel

Resolution: | w720 dpi ﬂ

Page:  [44210% 237 mm =11 Wiy Page Siee |

Ink: | CMvKemlc > |
Printh edia: High-Gloss Photo Paper
Blackink: Minimum
Speed UD 8 Pass

Dengity: Darkeslﬂ J jLightest 2245 Detault | ™ Auto Redeem J
Save. | Load. | Cancel

8. Turn to "Screening Print" option, only "AM" mode could be selected. Other items

such as screen frequency, screen type and screen angel can be selected according to

the requirement.
x
Commonl Printer  Screen Print | Gray Curvel
‘ i+ Amplitude Modulation Screen  Frequency Modilstion Scieen
Scresn typa:lﬂound j Scresn fnaq:lm1 Ipi j [~ Independent
| Color | Screen Type | Screen Frequency | Screen Angle ‘
Cyan Fiound 147 Ipi 105°
[V B Magerta  Fiound 141Ipi 75
Ed Yellaw Round 1471 Ipi i
[V Il Black Round 141 Ipi 45

Save. | Load | Cancel

9. Aftereverything is confirmed well, close "Config RIP Processor" dialogue box. Now
it is ready for RIP process.

3.6 PRN File Printing

Both of RIP Management System and DTP RIP can print out the required content into
PRN file directly. The advantages of PRN file are:

< Because that PRN file comes from RIP file, so PRN file can be sent to printer directly by
using the related command (for example, use Add New Job command through MainTop
RIP Management System). By this way, it can implement the printing operation out of RIP
environment.

< If same content is going to be printed for several times, print it into PRN file first, then de-
liver the obtained PRN file to printer for several times, in order to get the required number
of copies. By this way, there is no need to change the file from RIP to PRN every time.

The steps of printing file into PRN format are as follows.
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Note

Prepare the content going to be printed through DTP RIP or RIP Management System,
and set up the printer according to the requirement.

Select Printer Setup from Print.

Select FILE from Print Port in Printer Setup dialog box, then click OK button.
Select OK button from Print dialog box, the Select Printing File dialog box will be
displayed on screen.

After confirming the file name and the directory, click OK. MainTop RIP will print

the selected content into PRN file and save it with the given name.

Normally the expanding name of PRN file can be made up freely, but for easy finding of them,
PRN is recommended.

Enough free space is needed when it is going to print file. If it is possible, save the file info
the hard disk that has more free space.

Select Add New File from Manage menu in MainTop RIP Management System, then
add PRN file and print it.



