white ink color spot creation manual (V2.0)
White spot colors create two schemes:
(Customers can choose different solutions according to different needs and
operating habits)

Option 1: Photoshop (Ps) software

(manually create a spot color channel) (TIF format picture)
Method 1: White ink is fully spread according to the image
Method 2: White ink According to the color of the image, there is more white

ink in light colors and less white ink in dark colors.

Option 2: FlexiPRINT (PP) software

(Automatically create a spot color channel) (PNG format image)
Method 1: White ink is fully spread according to the image
Method 2: White ink According to the color of the image, there is more white

ink in light colors and less white ink in dark colors.
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Option 1: Photoshop (Ps) software

(manually create a spot color channel) (TIF format picture)

Method 1: White ink is fully spread according to the image

1. Open the image with Photoshop software and use the shortcut key "Alt+Ctrl+I". Modify the
image width and height according to your needs. It is recommended to modify the image
resolution as: 360 pixels/inch.

(Image requirements: do not need to print the part, keep it as a transparent bottom, without any
background)

B Resample: | Automatic

2. Channel mode, RGB and CMYK are common, customers can modify according to their needs.
CMYK mode is generally recommended.
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3. Load the selection, hold down the keyboard "Ctrl" key and click the image of the layer with the
left mouse button, or select the layer and click the right mouse button to "select pixels" to select
all picture pixels into the selection.

Add Transparency Mask
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No Thumbnails
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Layers
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4. New white channel, switch to the channel, click the small icon on the right with the left mouse
button, and select "New Spot Channel" in the drop-down menu. The settings in the pop-up
window are as follows:

Name: Spot_white

Color: Default (just as a preview, it has nothing to do with the image color)
Solidity: Default (the density of the color preview has nothing to do with the thickness of the
white ink)

Channels
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New Spat Channel

Name: Spotiwhite
Ink Characteristics
Color: Solidity: 50

Channels
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5. To save the picture, generally select "Save as" and the shortcut key "Shift+Ctrl+S".

In the second dialog box, select the save type: TIF format, spot color: checked by default, layer:
checked by default,and other options can be defaulted.

In the third dialog box, please pay special attention to the fact that "Save Transparency" cannot
be checked; other setting options can be set by default and can be modified according to
requirements. Choose the save path, and finally "OK" to save the file.
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Method 2: White ink According to the color of the image, there is more white

ink in light colors and less white ink in dark colors.

1. Open the image with Photoshop software and use the shortcut key "Alt+Ctrl+1". Modify the
image width and height according to your needs. It is recommended to modify the image
resolution as: 360 pixels/inch.

(Image requirements: do not need to print the part, keep it as a transparent bottom, without any
background)

2. Channel mode, RGB and CMYK are common, customers can modify according to their needs.
CMYK mode is generally recommended.
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3. Copy layer, menu Layer-Duplicate layer, shortcut key "Ctrl+J".
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4. Desaturate the image, select the copied layer, select the menu "Image" — "Adjustments" —
"Desaturate”, or use the shortcut key "Shift+Ctrl+U" to desaturate.,
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5. Invert the image, select the copied layer and select the menu "Image" — "Adjustments" —

"Invert", or use the shortcut key "Ctrl+I" to invert.,
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6. Load the selection area, switch the menu to "Channel”, hold down the keyboard "Ctrl" key and
click the image of the channel "CMYK" with the left mouse button.

o [ vsens
o E’} Yellow

o E] Black

7. The selection is inverse. After loading the selection, select the menu "Select"—"Inverse", or use

the shortcut key "Shift+Ctrl+I" to inverse the selection.

File Edit Image Layer Type Select. Filter 3D View Window Help
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8. Create a new white channel, switch to the channel, click the small icon on the right with the left
mouse button, and select "New Spot Color Channel" in the drop-down menu. The settings in the
pop-up window are as follows:

Name: spot_white

Color: Default (just as a preview, it has nothing to do with the image color)

Density: Default (the density of the color preview has nothing to do with the thickness of the
white ink)
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Name: Spot white

Ink Characteristics

Color: Solidity: 50

Channels
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9. Delete the copy layer. Drag the copy layer to the recycle bin to delete, or right-click to open the

menu and select "Delete Layer" or press "Delete"
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10. To save the picture, generally select "Save as" and the shortcut key "Shift+Ctrl+S".

In the second dialog box, select the save type: TIF format, spot color: checked by default, layer:

checked by default,and other options can be defaulted.

In the third dialog box, please pay special attention to the fact that "Save Transparency" cannot

be checked; other setting options can be set by default and can be modified according to

requirements. Choose the save path, and finally "OK" to save the file.
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Option 2: FlexiPRINT (PP) software

(Automatically create a spot color channel) (PNG format image)

Method 1: White ink is fully spread according to the image

1. Export pictures in PNG format through picture editing software, such as CDR, Al, PS. Modify the
image width and height according to your needs, the recommended export resolution is: 360
pixels/inch. (image requirements: no printing part is required, keep it as transparent bottom, do
not have any background)

2. Open FlexiPRINT (PP), open the menu "Setup" - "Default Job Properties”

D FlexiPRINT Mini TX Titan Edition
File Edit Setup View Help

Add Setup... Ctrl+N
Setup Properties... Ctrl+K
Change Device Port...

& Default Job Properties... >

v  Make Active

Color Profiler...

Setup Color Profiling Wizard...

3. In the "Color Management" window, open the "Advanced" option, check the "Print

transparent as white" in it, and then "OK" to save.
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| Advanced Color Management x
Color correction Input ICC proiss
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Output profile: | Midlle HS TH20200728 V720x2400 8Pass
Gray: | Coated FOGRA3S (IS0 12647-2.2004) v
Media: i
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Resolution: | V720x2400 8Pass v opi EAouk
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Color mode: | CMYK (2 bits) v AGray
Dither: FMXPress v Edit
Smooth gradients FRendering intent
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Gradient, Relative colorimetiic | | Relative colorimetric
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[JApply white knockout for overprint l Reset ] ( OK ) [ Cancel
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4. In the "Printer Options" window, the setting in the white ink options is changed to "Under

solid", and finally "OK" to save.

Default Job Properties >
Preset: v |_! @ asc M
@lea@nEEe
] Double white [ Double varnish [ White(varnish) only
Under solid v
None
Varnish ink options: Substrate
Spot color
Under color

FI” clr
« Under solid

Restore Defaults

5. Click the "Job" icon to add a PNG format image.

6. After adding the file, click "Send" directly, and the generated print file will be automatically

filled with the white spot color channel. The print control software can print directly.
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Method 2: White ink According to the color of the image, there is more white

ink in light colors and less white ink in dark colors.

1. Export pictures in PNG format through picture editing software, such as CDR, Al, PS. Modify
the image width and height according to your needs, the recommended export resolution is: 360
pixels/inch. (image requirements: no printing part is required, keep it as transparent bottom, do
not have any background)

2. Open FlexiPRINT (PP), open the menu "Setup" - "Default Job Properties”

D FlexiPRINT Mini TX Titan Edition
File Edit Setup View Help

Add Setup... Ctrl+N
Setup Properties... Ctrl+K
Change Device Port...

& Default Job Properties... >

v  Make Active

Color Profiler...
Color Profiling Wizard...

3. In the "Color Management" window, open the "Advanced" option, check the "Print

transparent as white" in it, and then "OK" to save.
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4. In the "Printer Options" window, the setting in the white ink options is changed to "Fill

Substrate", and finally "OK" to save.

Default Job Properties X
Preset: . .— _I ABC il
3 el | e
a2 a@n e sew
[ ] Double white []Double varnish [ White(varnish) only
Fill Substrate  ~
None
Varnish ink options: Substrate
Spot color
Under color
Fill color
Under solid

Restore Defaults

Cancel } I Apply

5. Click the "Job" icon to add a PNG format image.

6. After adding the file, click "Send" directly, and the generated print file will be automatically

filled with the white spot color channel. The print control software can print directly.



