HS-60E4-K
Heat transfer printer instruction manual

O Thank you for purchasing this product
O Please read this manual carefully before use O Please keep this book properly
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1. Product Introduction

Offset hollow heat transfer printing machine, one-key printing of hollow patterns, white color at the same
time, no lettering, hollowing, engraving, no waste, no pollution, one-stop printing heat transfer finished
products, convenient and fast, is a major innovation in the history of digital printing , Using genuine Epson
13200-A1 print head, quality assurance.

2.Model specification

& it
HS-60E4-K
Model Type
=k
Print head 13200-A1
NEN=a
HirEe 2400DPT
Resolution
pass: m pass: m
R 8 14 m/h 6 18 m’/h
Speed
N 15 s nE, 2 FNE R e
Bt $aE il Fr& EBR 1CC bR, JHA iHh 2 A% B i B 1) g
Color control| ICC color profile with adjust function
F1 BN S
Print Width | 000 ™
122}
K Wkl Pignent
Ink
& T . .
S‘gggi;il ¥ 18° C-28° C, R 50%-70%
P . Temperature 18° C 28° C, Humidity 50%—70%
Enviroment
g 50HZ/60HZ 220V 10A
Power
i 2
PRAE RS Windows7 or Above
System
Aﬁfﬁﬁﬁj Wi, BAAT. (L. . %
bp IC? © Cotton, Nylon, Chemical fiber, leather, etc.
materials
pv
SR Tiff, Jpeg, Eps, Pdf
Image format
M7 K ~F (Machine size): 2000 X 900 X 1400mm (LXWXH)
FTEIHLR T
Printer size | s Ri<j (Packing size): 2590 X 760 X 870mm(LXWXH)
E =
fT ﬂﬂlﬁi;g 18 (Net weight): 250 KG B (Gross weight): 322 KG
Printer weight




3. Product show and rack installation

3.1 Product show

01 Trolley ink stack assembly

02 Control panel

03 Right machine foot

04 Left machine foot

05 Machine foot bottom beam

06 Machine foot bottom plate

07 Ink tank holder

08 Ink tank

09 Ink cartridge holder

10 Ink cartridge

11 Put the material holder right

12 Put the material holder left

13 Put the material pipe

14 Waste ink tank holder

15 Feeder
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3.2 Rack installation

Step 1: Open the packaging box of the machine, remove the cushion foam block and protective film, take
out all the accessories and check whether the host and accessories are damaged and whether the appearance

is worn. Note: Random accessories, check carefully to prevent them from being lost!

Step 2: Install the machine feet, install the left and right machine feet separately, install the casters
and foot cups, and fix them with screws. Then use the middle connecting plate to connect and fix the

left and right machine feet together. as the picture shows:

Step 3: Install the unwinding bracket, install the left and right unwinding brackets separately, and

fix them with screws. Then install the ink tank bracket to fix it. as the picture shows:

Step 4: Install the steel pipe and the discharge tray, and install the left and right discharge trays
separately. Finally, the host and machine feet are assembled and fixed, and fixed with screws. as the

picture shows:




4, Software installation and setup

4.1 Computer configuration requirements

Computer configuration requirements:

1. Computer system: Windows7 Ultimate 64-bit computer system.

2. CPU configuration: use i5 or above ib5 CPU.

3. Memory stick: 8G or above.

4. Network card and network cable requirements: Gigabit or above network card must be used, and the network
cable needs to be super Category 6 or above to support dry—mega communication network cable.

5. Hard disk configuration: It is recommended to use a 120G solid state hard disk as the system disk,

and then add a mechanical hard disk as a secondary disk as needed.

4.2 Installation of printing software
4.2.1 Printing software installation

Open the CD or USB to find & FrintEep f64 ¥5.7.6. 5. 14. 55 20200207 rar Compress the software package and unzip

the file.
e
‘P‘:E'x

Open and enter the folder to find the software icon' “== ', Double-click to run the software directly.

Hosonsoft File (& Print {6} Setting @ Adjust 3 Voltage Advance

Factory
Version Info Net Setting
Rip Print Encryption

®Advance Switch ink order

@ X Pos: 0 mm : Device Ready

Check the communication set of the software, change it to "TCP", and then restart the software.



4.2.2 IP address set

Open the desktop computer, find the control panel to enter, and then select the network and sharing
center. Find the corresponding LAN port, click Local Area Connection, select Properties—Internet Protocol
Version 4, and then click OK. Click to use the following IP address, set the IP address to 192.168.127.11,
and the subnet mask to 255.255.255.0, and then click OK. (Note: IP address 192.168.127.X, the last digit of
X must be between 11 and 254.)

Ticmi PanehAll Control Panel ltems\Network Connections

¥ Internst Propertiss x Internet Protocol version 4 (TCP/IPvd) properties x

W # % Control Panel » All Control Panel tems » Network Connections | Network Shar ing

Use when connect ing

File. Edil View Advanced Tooks

3 Y @ Realtek PCle FE Family Controller
Disable this network device  Diagnose this connection ~ Rename this connection  Change settings of this

Mt 1 s wtmatically @

@ Usa the fol lowing IP address

WLAN " Ethernet

g TaiTuo_DianSharig 12 @ Network cable unplugged

A8 inte(R) Dual Band Wireless-AC 72.. i
Intel(R) Dual Band Wireless-AC X \nte\[ﬂ)[@ Diszble

This connection uses the fol lowing items

W B Microsoft Network client -
¥l BMicrosot file ard printer sharing of the network 1P ackdress (1 192,168 927 .11
4 %P Qos pocket scheduler

Subnet mast () 255.255.255. 0
Status Lt et protoool wersion 4 (TCP/IPv4)
| [] 4 Microsoft network adapter multiplex protocol Dofault gatowsy (D
Déagriose F 4 Microsoft LLDP protocol driner
: T = 1 i 2/
W Eridge Connections 4 Internet protocol version 6 (TCR/IPvE) ! T—
W« Link discorary rasoonsa arosran
£ R E < ® Use the fol lowing IP address
Create Shortcut
Instal | ()-.. thinstal W) | Properties® HiS DNS BSEO:
0 Delete -
Pescribe W DNS B A)
Q Rename Transmission control protocol/Internet protocol. The
LI agrement is the default wide-srea network protocol,
4 with, in different comected network comunication =
9 Properties OVerify settings on exitl) Adveroed
0k Cancel -“ Cancel

4. 2.3 Connect Gigabit Network Cable

We will equip the machine with a gigabit network cable. Then we connect one end of the gigabit
network cable to the network port of the printer motherboard, and the other end to the network port of
the computer host.

Connect one end
to the printer port

Connect one end to
the computer port




4.3 RIP software installation

4.3.1 Activation of RIP software

Instructions for activation of RIP software:

Start the browser and enter the activation website in the browser https://www. saicloud. com press enter

and enter the activation code box on the software box label after entering the webpage.

1.Install and activate software on an online computer

1. Launch your browser and type hitps://www.saicloud.com in address bar and press enter, then

input your activation code, then click Activate, activation code can be found in the code label
in software package.

Activation Code

Please enter the activation code that accompanied your software purchase.

Activation Code SH4L T I T ATYZDU

mmrate"

2. In login section, click | am new to the SAi Cloud and input your email address, then click
Create Account, an email will be sent to your mail box.

Create A Free SAI Cloud Account

| am a retuming customer

i@ 1 am new to the SAi Cloud

Enter your email address to get started.

Important: The email address you select for
this SAi Cloud account will be the owner of
the software. It will be used for all SAl
software senvices, Itis recommended you
use 3 permanent business email address.

7847 2@qg.com

Select | am a new user, enter the email address and create an account, a confirmation email will be sent to the
mailbox. Enter the mailbox, click the link in the email, enter the account password and other registration information
to complete the account registration.


https://www.saicloud.com

3. Check your mailbox and click website link in the email then complete the information fields.

Create Account

e

Step 2. Add Software to

Terms And Conditions

Terms and Conditions

User Agresment

TRPOHTANT —RIEAD CAREFULLY.

THES ALEGUN, LEGTE AQTRRMEn| 5 B eGa) (onbc] Dolween Yo (einsd isiow)
and

& mierraional in:

0 USRS YORUR SACLOUD ACCOUNT . WO [AS THIS TERM |5 DEFBED
BELOW] AGREE BY CLICHMG ON THE “ACCEFT BUTTON TG BE BOUKD
BY THE TERME OF THIS AZREEMENT |AS THIE TERM 5 DEFINED BELOW) .
NCLUDMG, BUT HOT UMITED 70, ARY WARRANTY DISCLAIMERS,
LIMITATIONS OF LIWBILITY, JURSSSICTION, AND TERMIKATION
PROVISONS. IF YOU DD MOT MEREE TO THE TERMS OF THIS
BQREEMENT, DO MOT OFEN AN SAI CLOUD ACCOUNT AMD EXIT NOW

riiche |, Defined Terms:
f ASECRIT] SIS YORE SCCET o T SA) Dl

2. Agreement means he End-User Atooun! Agreenect
3 Erimy means any ndsidual pardnesshio (o wenhee comorason inded

ur SAi Cloud Account

Add To SAi Cloud Account

This software license will be added to your SAl Cloud Account

Activate Now

Click Activate Now, click the Download License button to download the license file



Put the installation CD into the CD-ROM drive or open the USB disk, open the Autorun executable file

in the directory, select the installation language, accept the software license agreement and set the

4. 3.2 RIP software installation

software installation directory.

4. Insert installation disk. It will be auto-played. If not, open Autorun in
disk. Then install software step by step by following the wizard.

S ebect the Languaage lor e Fatalation hom
T et bk,

Produchios Sute Chosl

T hea v bl '] ll st S Pt oo 5 sk
Chonsd on pour coinguise T ontings. chok Mt

- I B ' s rroduction Seite Dol it
b St Statn _ : PRODUCTION
Wilorae e this brectaleS sl Wirand for Sk SUITE

——

aﬁmmmm-wrﬁ-wﬁummm
WP!'D-CI.WSI.IE Inma¥thiesd Wizasd

¥ the USE dangle is connecied ba e compube, slease remeve i now,

s that the domgle dever tan be installed
=)

mrmmm

e

[ Selest Foatimes

el e i o) ik b et nll, aned dessedeot the Sngiass wo da rol e i inetsl

_ ) PRODUCTION |
R My

i Prndurnon Sute Clout !_‘_H

PR S 8 : PRODUCTION
- ITE
i .

S Pradhuckon Sl Dl it corfiguring s riow solwaee inrrlallation

INPOATART FEAD CAREFULLY. Thi Agresin (i defred bebs] i 4 bagal i
et bestatsen Vo (08 defined bedossll and 28 Inivavasborad |t Fod e Flasd aedd
PhotoPAINT Solhwsns jas el below|

Thix Agremrwent fax dafred bikow] iz ok e e and condibon 1 kceniing of
sy B o 58 b evnatiial . avd Voo [ ol Bl h‘dfdﬂu
sy ¢ e Spkuarn, imumm i wnghe-tie bome o rahce

arad|u! cignal enupnent Tanu scius Ell]w'ipnlEﬁ-|El-mnl
lh Exdtvenin arel ol beacadioed & wEtina b agml

ETOFENME THE SEALED PADXAGE DOHTAIMRG THE SOFTWSAE DR

ALADERTE THE SOFTWORRE FROK AR ALITHOFRZTD ORAAME SITE. OR -

@ | et b tewwt of e boarie agesetend l__ﬁ"l-_
me?Jm

Desonpton
T —— e
m
D1 ASANGA Produckon 5 1 D ProguandGp Do &
|
T8 TOME of ipact iegued e e O e
W 4] W of spac dable contha [ diva
f'[ Bk | Res | | ] o [
SAi Producion fof iowd A’r i Wmhh&g_h ==}
|| Licance Aqinemmsd PRODUCTION | | Do Desination Lecaton PRODUCTION
Pl e g SUITE bt bkt whese s vl sl ok —— S
F 2 s ol et 5 Physbn s Do e ok Ve

Tea ikl b b ficin, click Baed T il ko i Sifweer bk, click: Baovorm and radect
Bl biged

= .

i
I Chsridiabdses Fukdes
| e AEANEA Prochuckor: Sude Clrasd
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When installing to the pop-up license dialog box,If the currently installed computer cannot be connected
to the Internet, directly import the previously downloaded license file.

If the current computer can access the Internet, you can enter the activation code to complete the
licensing process or click "Get Authorization from Website" to import the license file.

5. Paste your code into activation code field.

| Activation Code
Ertaran Scvvason Codetn get & boeras

= mam

Actwatian

When wou punchase new sofiwaes i comes with 2n Acivaiion Code. Enlerthe
Coide atitrw

Actvaion Code I SH4L: TWITYZDA I

Liceraing Successtul

FlexiPRINT 19 Titan Edition

Install5hield Wizard Complete

The InstallShield \Wizard has successtully installed FlexiPRINT
19 Titan Edition. Click Finish to exit the wizard.

< Back i Cancel

Finally, after the completion dialog box pops up, the software installation is completed.

11



4. 3.3 RIP software setup and use

1. Driver file replacement
First open the software installation location disk folder, find the path of the driver folder: \Program Files
(x86)\SAi\FlexiPRINT 19 Titan Edition\OutputDrivers, copy and paste all the new driver files into the "OutputDrivers" folder

(copy and replace ).

» Program Files (x86) » SAi » FlexiPRINT 19 Titan Edition » OutputDrivers »

2. Add device

Runicon EEmd , Open the software, click "Settings" in the menu bar-"Add Device"

Select "Titan" as the printer brand. The choice of printer model,
Honson System Selection: TT-HS4720-WV-Mini. Then click "Next", and finally click Finish.

@) FlexiPRINT UV Titan _Editian-‘ Mdsens o ] )

[ File Edit [Setup] ViewwHelp

Choose & device

', Add Sel Crl+N What is the brand mame of your coler printer?
Setup Properties... Ctrl+K [ 5
Change Device Port... %hat is the model nane of your Titan?
Default Job Properties... | TT-HE4T20-H¥-Hini -

3. Read presets and automatically add ICC files
Click "File"-"Import Preset" in the menu bar to find the downloaded preset file in ptf format. You can select multiple preset

files and add them together.

[Fle] Edit Setup View Help
= o

i 3| Fine-Digital HS-6PASS-20210429.ptf
E 3| Fine-Digital HS-8PASS-20210429,ptf Fine: resolution high,for print small picture
= 18 Middle-Digital HS-6PASS-20210429,ptf | Middle: middle resolution,mostly use;

3 Middle-Digital HS-8PASS-20210429 ptf

3 RIP ctrl+R
Send Curl+p

After adding, when there is a prompt dialog box "... already exists, do you want to replace it?", check "Use for all" and click
IIOKII.
Dialog @‘

D:5Program Files [<BEINSANFIExPRINT 13 Titan Editions CCProfilehR GBYsRGE_IECE1966_21.icm already
exists, Do pou want to replace it?

pply ta allitem

If the dialog box prompts "File with same name exists, Overwrite?", click "OK". (There are multiple same operations)

Finally, the dialog box prompts "Preset successfully imported", click "OK".

FlexiPRINT UV Titan Edition ) [ 1ciprinT Uv Titan Edition [
['\ File with same name exists. Overwrite? |'® Preset successfully imported.
LB L ! 4
e = p— q
=)l = | =D
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4. Manually add ICC files
Click "Setup" in the menu bar-"Default Job Properties..."

= e

File Edit ‘ Setup )View Help

Add Setup... Ctrl+MN
Setup Properties... Ctrl+K

Change Device Port...
Default Job Properties...

PR

Select "Color Management"-"Output Configuration File"-"Add", select the corresponding ICC configuration file, and then

add the ICC.
Default Job Properties == [oetaitiob propertes NN ==
g — () (7] E— )

IR =T TR 2

Pre.

| | |
thn e | |
A K ATATH SPASS 000N e~ 202007011747 10C B
L HS ATZOTH PASS 2020070
. Vil 45 THA200724 V7201800 6.
TRl L P s A Midlle HS_ TH20200728 V7202400 8., 202 T P DS e e

5. Set the default job properties
Click "Setup" in the menu bar-"Default Job Properties..."
_File Edit {Setup ) View Help

h Add Setup... Ctrl+MN

Setup Properties... Ctrl+K
Wizard Change Device Port...

Default Job Properties...

There are multiple ICC modes to choose from in the preset options, and customers can choose a preset as the commonly
used one according to their needs. Or adjust the parameters yourself, select the corresponding ICC configuration file, save
a preset name, and set it as the default job attribute.

e I |Reteutt 2ot Propeed =
=)pm

Qs8] | R e =]

Color correction

Fine

4l

zital HS-BFASS-20210429
|7 Medi Middle-Digital HS-6PASS-20210429

P

I [—M)aalru,gual HS-BPASS-20210479 -] Datunk ¢
Cus - Remove HS_4720 200
Medi o
] | R T e
) 58. 000cn = (] 12100.000a UL Wi i1« JE THZOZ00728 V7Z0x2400 SFass _icc
] 0. 000 = [ 0.000e )| Color mods: |CHYK (2 bits) - || Lnoke... |
0 L Di ther: [FuxFre=s =] Edit
[ 0. 000en = | [] 0.000em L
|

Some general default job properties are set as follows:

[Layout]: The media size and width are set according to the width of the printing film, and the height is the default value.
Default Job Properties . =]

rse: (am i anse meios = () () o] ()

60| 6] &

Media size

Preset: [Middle—]]igilal HE-8PASS-20210429 v]

[Eustnm size v] Remove
5] 59 000en] = [F] 12700 000cm =
[[] 0. 000en < ] 0.000en D

l ] 0 000en | = o.000em <

13



[Workflow]: After outputting, set to Hold.

Detaul Job Properieg [

| Setup TT-HS4TZ0-#¥—Mini_1
After o i~
Friority: [Medxum v]

[Color Management]: Choose different preset modes on the presets, and the color correction will be changed to different
ICC accordingly.

White spot color choke function: Choke and Bleed——Spot_White——) Type: Choke, Distance: 0.1mm (modified
according to different needs)

[ Default Job Properties =

Preset \m ddlaDigital HS-GPASS-20210423 ~ --B -

M Output

[Mid11e_ws_Thz0200728 YTa0Nza00 EF: ) M
fl :
H Media [Mid11e_ns_tHeozooTes ~ [
Resolution: [Vi20x2400 SFass -] oPT
Di ther FURFresz ~]| Edit

Choke and Bleed Options

Channel Type Distance
one oo
e o

Choke and Bleed Options for Spot_White

Type: ) Bleed ~ None

T (o=

[Printer Options]: White ink options: spot color.
Default Job Properties &

alell@l|m e Eee

[TIDouble white [T]Deuble warnish [ |White (varnish) only

White ink options: Spot color -
Varnizsh ink options: Hone -

Preset: [Widdle-Digitsl H-GPASS-20210429 v|

[Color adjustment]: Channel: white spot color. (Adjust the amount of white ink output)
Spot_White [ input: 100%; output: X% (X is adjusted between 1-100)]
Finally, after setting all the parameters, click "OK" to save the settings.

r - | Default Job Properti ((etauir oh properies I
Default Job Properties [y | Default Job Properties e [

Brezet w.. [vrr)
i [@l& e

ilﬁ\

[JBrint negative
Ehmael | |
w Il\p\l(
100. 000%) Tob size
8% 100, 000% =
I E = = > =
75 w ¢ o5 o008 2
50. 000% [IFit ta media ] Prapareion
= =
a8 oo
[ expor_ ] = nrmeem -
s
o [Epet ] C— CITN——
. L
TT— F |
& 10 E Density ICC. et
Generate Curves From| L PDF Page Size. J
i -
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Add assignment RIP picture
Open the "Job" icon on the main interface of the software, and directly add the print image file that needs to be processed
(TIF format file is generally used)

Eile Edit Setup View Help

Wizard Job

Nest Jobs: When there are multiple pictures that need to be printed together, after adding multiple pictures, select the
picture that needs to be typeset together, and then right-click the mouse to select "Nest Jobs".

Setup Job Mame Status

TT-HEAZ20 AN n2410001104621177 tif Holding
lob Properties...

Holding
Variations... Holding
Holding
! Unnest Jobs
Ink Estimation...
Eq Save As...
1 Delete
W RIP
& Send

Job attributes:

1. Job size, you can scale the picture size according to your needs; (to check manual nesting)

2. Position, the distance setting from picture to page edge and header; (to check manual nesting)

3. Copies, you can copy multiple pictures and typeset at the same time according to your needs;

4. Spacing, when multiple pictures are typeset, set the horizontal and vertical spacing of pictures;

5. Manual nesting, you can manually adjust the position of the picture after checking;

6. Mirror, image output and printing; (to cancel manual nesting)

7. Rotate ,choose the direction of the image rotation according to your needs. (To check manual nesting)

Job Properties - - - - o —
Pt I[MiddlE_Bpass_ZUZDOTDZ] .I
BB nEEOE . RE R BE T T
RZREORNANE = SRk ] & [S5l{ = mmjam
N
Media size =
55 50 45 40 36 30 25 )
[Custom size -
£ 001 < [f] 12700 000em |2 2
i [ 0 oooen = 9 o o0en s
i [ 0 oooen < [ o.omen = 3l
k|
i 2
Ul Job size 0 1
¥ 20, 100em “ % 100 000% 2] 3
] T nn
[ 20 117en f % wooox =] LD )
b =
I [FiTTe nedia  '§ [V|Proportion £l ]
Total  43.569em x 41.554cn 4 il
&
Fosition ~
[+ 0.000an :Zl;I 0. 000an, =~ N - |
Copies 2|
L fi 25dem =
AL 0.254en 4 B @
Fage vange Page nesting =

D €D
Resct @




4.4 Machine power detection

1. Power safety

Note: For the safety of people and machines, be sure to connect the ground wire!

Use a digital multimeter to measure whether the power supply voltage is normal, and the range of live and neutral
measurement values: 210-240VAC (the multimeter is set to 750V AC gear).

| Two power ports, one is connected to the
computer, the other is connected to the device

Voltage between N and L
210-240VAC

2. Power on the machine and check the reset of the trolley

When the machine is not powered on, pull the trolley back and forth with your hand to see if it is smooth, and then find
the power cord in the machine accessories, one end is connected to the 220V power supply, and the other end is plugged
into the machine's power socket. Turn on the power switch of the machine, and the machine will be reset.

i

®
PrintExp_X

64.exe

After the machine is powered on, the car will first self-check after it is normal. Double click to open the control

software, the machine and the printing software are connected normally.

Action test

In the control software interface, use the mouse to control the left and right of the trolley and whether it runs normally
before and after the stepping. Click Clean to confirm whether the ink absorption and squeegee height of the ink stack is
normal.First use RIP software to make a file, import the print file and click print, let the machine simulate printing to check
whether the printing is normal, and then power off to install the print head after it runs normally.

Hosonsoft © File & Print £6% Setting @ Adjust  E3Voltage Advance

Print job list

HS prt testprt

Device Ready ()
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4.4.1 Ink tank and ink cartridge installation

1. Install and fix the screws on the main ink tank and the ink cartridge holder, then put the ink tank and the ink cartridge in order, connect the
ink tube connecting the corresponding color ink tank and the ink cartridge, and insert a clip in the middle of the ink tube (can be used for
equipment After disconnecting the power, the clip clamps the ink tube to prevent ink from flowing and leaking).

2. Connect the white ink tube, the ink tube marked "IN" is connected to the IN end of the white ink tank, and the ink tube marked "OUT" is
connected to the OUT end of the white ink tank. Connect the power cord of the white ink mixing motor.

3. Install the battery for the level alarm buzzer of each ink tank, insert the connection terminal, and finally add the corresponding color ink to
the corresponding ink tank.

4. After adding ink to the ink tank, turn the liquid level knob to adjust the level of the ink cartridge (clockwise rotation increases the liquid level,

counterclockwise rotation decreases the liquid level), and the ink level of each color remains the same.

.

-
)

Liquid level alarm
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4.5 Print head installation position and cable connection

1. Installation of the data cable, the print head data cable is two 14P cables on the left and the right.

(Note: Be careful when plugging in, so as not to damage the print head or the data cable!)

2. The print head is fixed
Put the print head steadily to the left and back, close to the bottom plate, and install and fix it. (Note: Do not fix the print

head mounting screws too hard)

3. Ink circuit connection of print head and ink cartridge

Set the ink sequence: first connect the ink tube to the corresponding ink cartridge,
Then use a syringe to draw the ink from the ink cartridge to the ink sac,

It is better to draw out about 20ML of ink for each ink path!

The ink level in the ink sac of each ink path must be at a uniform height,

It should be basically about 2/3 of the capacity of the ink sac!

Then connect the ink sacs to the print head in order, from left to right: KCMY
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4.5.1 The print head data line is connected with the adapter board

(I3200 Print head)

The connection sequence of the data line corresponds to the markings on the trolley board and the print head in turn.
(Note: When plugging and unplugging the print head data cable, it must be operated when the power is turned off.

Remember that the print head data line and down must not be reversed. Reversing the print head will damage the print
head!)
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After confirming that the print head data line is connected correctly, turn it on, and observe whether the "ERROR" light on
the car board is on. If the light is on, it is abnormal. Turn it off immediately and check.
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4.5.2 Sequence diagram of the data line of the trolley board

and the decryption card (4720 Print head)
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The icon circled is the decryption card light. If the print head is
plugged in, the corresponding indicator light does not light up,
please turn off the machine immediately and make sure that the
data cable is connected correctly.

After confirming that the print head data line is connected correctly, turn it on, and observe whether the "ERROR" light on
the car board is on. If the light is on, it is abnormal. Turn it off immediately and check.
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4.6 Debug before printing

4.6.1 Print nozzle test

Connect the machine to the power supply and enter the printing software interface. (Note: the ink stack should be close to
the nozzle after the machine self-check is completed) Click the fill ink icon to confirm that ink is flowing out of the waste
ink tube, and click the fill ink icon again to cancel. Click the cleaning icon again. After cleaning is complete, confirm that the
platform is free of obstacles, load the material, click the detection nozzle icon, print the nozzle test, and confirm that the
print head is in good condition.

HOSOﬂSOﬂ File @Print  {&Setting @ Adjust Voltage Advance Loxlnk

_ Head Select: |4 head-All
B &4 8 0% 0 @0 WO @ 4 :

Load Save
Check Clean Flash Wet  Margin Left Right ~ Ahead  Back  XReset Spot Load Ink

4.6.2 Vertical alignment of the print head

Enter the software option ” Adjust” interface and align the print head vertically “Print Adjust”.

® Head Install " e .
Nozzer check (® Vertical check Left-Right tilt Front-Rear tilt

Step Adjust

Head Space Print Adjust

Color Adjust

Bidirec Adjust

For vertical calibration, the vertical direction of the If there is a deviation, loosen the fixing screw of the
test chart required to be printed is a straight line. The print head and adjust the position of the print head.
vertical calibration chart below shows that the print You can "push the print head up to the left". Then
head has been tilted and needs to be calibrated. Print Adjust again, reach to form a line.
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4.6.3 Step calibration

Step calibration, Print Adjust.

Head Install = |
Base Step Step Offset

® Step Adjust Print Adjust 0.00 Print Pass Mode:| 1Pass

Head Space Calculate 12135 § tep Offset Value: 0

Color Adjust ixel=5.137416Pulse

Bidirec Adjust Print Adjust

The calibration chart is at the value -2, and the lines completely overlap.

So enter the value -2 in the corresponding input box, and then click Calculate.

Head Install _ "
Base Step Step Offset

@® Step Adjust Print Adjust Print Pass Mode: 1Pass
Head Space Calculate tep Offset Value: 0
Color Adjust 1Pixel=5.137416Pulse

Bidirec Adjust Print Adjust

Print Adjust again and confirm that the line at the value 0 is the most uniform. Need to click the "Save" button in the upper
right corner.
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4.6.4 Calibration of nozzle horizontal space

Calibration of the horizontal distance between the print heads, Print Adjust.

Head Install - : .
® Horizontal Vertical

Step Adjust
Left distance: ¢ Print Adjust Print Verify light distance:  Print Adjust Print Verify

® Head Space

) 0 1485 -8
Color Adjust

Bidirec Adjust

The calibration chart is at the value +2, and the lines completely overlap.

In the corresponding print head, increase or decrease the corresponding value in the input box of the corresponding
printing direction.

Head Install o
@ Horizontal Vertical

Step Adjust
_ Left distance:  Print Adjust Print Verify tight distance:  Print Adjust Print Verify
(® Head Space
0 1486 -

Color Adjust

Bidirec Adjust

Print Adjust again and confirm that the line at the value 0 is the most uniform. Need to click the "Save" button in the upper
right corner.

-

Then calibrate the direction to the right, the steps are the same as above.
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4.6.5 Nozzle vertical space calibration

Calibration of vertical spacing between nozzles. Print Adjust.

Head Install =
Horizontal ® Vertical

Step Adjust
tical distance: © Print Adjust

® Head Space

0
Color Adjust

Bidirec Adjust

The calibration chart is at the value -2, and the lines completely overlap.

In the corresponding print head, increase or decrease the corresponding value in the input box of the corresponding
printing direction.

Head Install _
Horizontal ® Vertical

Step Adjust
= tical distance:  Print Adjust
® Head Space i
0]
Color Adjust

Bidirec Adjust

Print Adjust again and confirm that the line at the value 0 is the most uniform. Need to click the "Save" button in the upper

right corner.
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4.6.6 Bidirectional printing calibration

Finally, perform bidirectional printing calibration,Print Adjust.

laterial Select: |Default Add | Copy

X Print Dpi: | 360DPI X Copys: 1 X Space: 0 mm

Print Speed: |High Y Copys: 1 Y Space: 0 mm

Head Install
Step Adjust Bidirect Value: [12.00

Head Space Print Adjust
Color Adjust

® Bidirec Adjust

The calibration chart is at the value -3, and the lines completely overlap.

Select the corresponding printing speed, and increase or decrease the corresponding value according to the calibration
chart.

Default Add Copy
60DPI X Copys:' 1 X Space: 0 mm
Print Speed:_ High Y Copys: 1 Y Space: 0 mm
Head Install

Step Adjust Bidirect Value: '/ 12.00

Head Space Print Adjust
Color Adjust

@® Bidirec Adjust

Print Adjust again and confirm that the line at the value 0 is the most uniform. Need to click the "Save" button in the upper

right corner.

Print Speed: High

Low
Middle

Bidirect Value High

Print Adjust

Finally, switch to different speeds to calibrate the two-way printing values and save them separately.
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4.6.7 Background factory settings

Password:
generally model: 111111
Factory model:Ctrl+F12 into factory model,then enter password:222222

Hosonsoft File & Print i Setting @ Adjust 3 Voltage [El Advance

] v @ ® 0 O

Clean Flash Wet Margin Left Right Ahead

@® Factory

Version Info Sty Confirm

Rip Print

Advance

Version information

Click the version information in the advanced interface and enter the following interface:

Hosonsoft Print {isetting @ Adjust  [3Voltage Advance

¥ @ ©®© 0

Margin Left Right Ahead Back. X Reset
Factory

® Version Info Upgrad
M Serial Number 0007-2321032095 (2.75_010) pamas

Rip Print
ip Prin Refresh

Advance MB Program Version 57.6522RBS

Details
Software Version 5.7.6.5.14.RBS

Firmware Configure Info 2.75.1.23 4720 4 V5.7.6.5_20210317

Firmware Parameter Info 2.75.1.23_4720_4_V5.7.65_20210317

Change key panel language

Select advance-encryption-language.as shown below.

H'OSOﬂSOﬂ File & Print {83 Setting @ Adjust E4 Voltage Advance

g v @ © 0 O @

Clean Margin Left Right Ahead Back X Reset Spot

Factory

Version Info Net Setting

Rip Print
P Encryption
® Advance
Switch ink order

Language: |ETTHINNNNN ~| | Chenes

Nozzle Close

Statistics Informat...

Print mode setting




Change waveform
Advance-enter password Into factory model

Select wareform setting ,default waveform.

File Firmware Operation

l Left " Right l Ahead Back " Rezet l Flush l Clean I
Waveform setting
~Waveform file selection | rh form
Waveform file: _v! Apply | ‘ Default waveform:
|

Motor Base color UV Ink Clean Manual clean Flush  Paper QUENSELuSISsls§ Other

Shortcut button

Shortcut Function description

Printing start button to execute the print command

m)

-

print head check button to execute print head printing state

Printing pause/resume button

@ ©

Printing cancel button to execute the end printing command

fesy

8,

print head cleaning button to execute print head cleaning command
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Status bar

Flash spray on/off button

White edge positioning button

Moisturizing off/on button

Reset button

X motor left shift button

X motor right shift button

o Bl

I'.

Feed button

S

Return button

E'_.II
'.I_

Stepping fine adjustment reduction button

I
-

Stepping fine adjustment increase button

Two-way fine adjustment reduction button

,_
= "-L'
=

Two-way fine adjustment increase button

Status bar icon

Description

Network cable normal connection
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Network cable disconnection

Offline

Turn on the flash spray

Turn off the flash spray

System functions normally

System error

System warning

Offline

Normal print head temperature

Abnormal print head temperature

=

print head temperature warning

Offline
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5. Precautions for printing equipment

5.1 Maintenance of printing equipment

1. The nozzle must be cleaned after starting up.

2. The test strip will be printed once when the machine is turned on and off.
3.Close the software before shutting down and check whether the carriage is reset.
4. The machine must be maintained once a week.

Turn off the ink pump tube clamp switch when the machine is not in use, and turn it on again to prevent ink
loss

Keep a distance of 20cm between the printer and the powder shaker

Do not touch the hot surface of the printer platform

Precautions for users when using Epson lifting ink stack:

The trolley cannot be manually moved before the machine is turned on, which will damage the ink stack
structure and scratch the nozzle.

The ink stack is a precision mechanism, and it must not be deformed by external force.

The lubrication level of the ink stack screw and positioning pin decreases after a period of application, and
the user should regularly add lubricating oil. (Butter, 3 recommended and checked once)

Once the ink stack's front, back, left, and right positioning is adjusted, the position cannot be adjusted at
will or the machine origin position can be changed.

Matters needing attention in machine repair and maintenance:

The ambient temperature is kept at room temperature (15-30°C).

Hit the test strip once for each switch on and off, and deal with the disconnection in time.

The machine must be maintained once a week to clean up the dust and refuel the guide rails.

The ink sac must be replaced every three months to avoid clogging the nozzle.

Do not plug or unplug any wires on the machine while power is on, otherwise it will cause damage to the
motherboard and nozzles.

The machine must be connected to the ground, otherwise it will fly ink or damage individual ink dots on
the print head.

Do not use a knife to manually cut the paper on the machine, which will cause the machine to scratch and
affect the appearance.
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5.2 About the holiday maintenance process of paint direct injection and heat transfer printers

| believe that friends who use heat transfer printers are worried about how to maintain the machine during the holiday,
and ensure that the equipment can be used normally next year. Today, | will introduce you to the maintenance process of
the heat transfer machine during the holiday.

Check whether the nozzle is normal, print the nozzle test strip, if there is ink break, perform cleaning first to ensure that
the print head test strip is complete.

Turn off the machine and pour out the ink in the ink tank. (If the holiday time is long, do not use the poured ink). For white
ink, use a syringe to draw out the ink in the pipeline and wash the ink tank clean.

The remaining steps are divided into two schemes, AB, and those who are unskilled in machines can choose A. Those who
are skilled can choose B.

Plan A:

1. Fill the ink tank with our paint cleaning fluid and connect it to the machine, turn it on, and wait for the white pipeline to
be filled with the cleaning fluid. The machine uses the ink filling function. If the machine does not have the ink filling
function, multiple cleanings can be performed. Only when the color of waste ink is very light.

2 Turn on the machine, move the carriage out of the ink stack, use a cotton swab to clean the wiper and the ink absorption
pad. Clamp the tube under the ink absorption pad with a clamp, drip the cleaning fluid into the ink pad, and then return
the carriage to its position and turn off the machine. .

Plan B (not applicable to 5113 print head models):

1. Pull out the ink sac, use a syringe to evacuate the ink in the ink sac and the pipeling, fill the ink tank with our paint
cleaning solution and connect it to the machine, and use the cleaning solution to clean the pipeline. Leave the remaining
cleaning solution Stand by in the pipeline.

2.Turn on, disconnect the nozzle from the ink pad and then cut off the power. Use a syringe sleeve hose to slowly inject the
cleaning liquid into each channel of the nozzle. The force should not be too strong. The cleaning liquid extruded from each
channel of the nozzle does not have any color. (Be sure to protect the nozzle cable port, and no liquid can enter)

3. Insert the ink sac back to the nozzle, push the carriage away by hand, and clean the scraper and ink pad with cotton
swabs and paper towels.

4. Clean 2-3 times after turning on the machine, move the carriage out of the ink stack, clamp the tube under the ink
absorption pad with a clamp, fill the ink pad with cleaning fluid, and then return the carriage to its position and shut

down..

Tips:

The nozzle must be sealed and moisturized.

Daily maintenance and maintenance of machinery and equipment are usually done.

In case of holidays, machinery and equipment should be maintained.

If you have any questions, please feel free to contact relevant personnel. | also wish your company a prosperous

development and ample financial resources.
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